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EXECUTIVE SUMMARY 
The Salton Sea is located in a closed basin in Riverside and Imperial Counties in 
southern California, south of Indio and north of El Centro.  The Sea is more than 
220 feet below sea level and has no natural outlet.  The Salton Sea Basin is part of 
the Lower Colorado River Delta system and historically lakes have existed in this 
basin as the course of the Colorado River has shifted.  The current body of water 
formed in 1905 when a levee break along the Colorado River caused flows from the 
Colorado River to enter the basin for about 18 months.  Since 1905, the Sea has 
fluctuated in size with varying inflow, and it recently has had a surface area of 365 
square miles. 

A balance between inflowing water and evaporation has sustained the Sea in the past. 
However, with no outlet, any salts that are dissolved in the inflow are trapped, 
although some do precipitate.  Salt concentrations are rising and are currently about 
44,000 milligrams per liter (mg/L), or about 25 percent higher than ocean water.  
Salinity will continue to rise under current conditions.  As a result of recently 
approved water transfers, the inflow to the Sea is expected to be less than it has been 
in the past.  A reduction in inflow will cause the Sea to shrink and cause salinity to 
rise faster than it would have without a reduction in inflow. 

The Salton Sea Reclamation Act of 1998 directed that studies be conducted to 
evaluate the feasibility of possible actions to allow continued uses at the Sea.  
Following the passage of the Act, a study was initiated to develop alternative 
measures to address rising salinity and other problems at the Sea.   

In April 2003, the Salton Sea Authority (Authority) Board of Directors endorsed 
moving forward with an Integrated Water Management Plan for the Salton Sea.  
Recognizing that inflows to the Sea are likely to be reduced in the near future, the 
Plan evolved from recent concepts for a smaller Sea as well as earlier work by the 
Authority and the Bureau of Reclamation (Reclamation). The Authority subsequently 
commissioned the engineering feasibility studies and further analysis of the 
Integrated Plan documented in this report. 

During 2003, the Quantification Settlement Agreement (QSA) was also in the 
process of being approved and legislation was developed to acknowledge the linkage 
between water transfers and the health of the Salton Sea.  The QSA will allow for 
transfers of Colorado River Water out of the Imperial Valley.  Such transfers are 
expected to substantially reduce the inflow to the Salton Sea.  In association with the 
approval of the QSA, three bills were signed into law in September 2003 that specify 
a State-led program to develop a preferred restoration alternative by December 2006. 
The package of legislation also provides a mechanism to generate up to $300 million 
for Salton Sea restoration through the sale of transferred Colorado River water. The 
State is now in the process of implementing the planning requirements for this suite 
of legislative bills dealing with Salton Sea restoration.  
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Overview of Report 
This report documents a two-step process that has led to the identification of a 
preferred project for Salton Sea restoration.  It provides the background for this 
process by discussing how the Sea could respond to inflow reductions, and by 
providing an overview of restoration options.  The report then presents the first step 
of the process, which is a logic-tree evaluation that illustrates how features of 
restoration options can be eliminated through a series of queries.  For example, one 
query is “Would pump-in/pump-out systems work?” referring to the practicality of 
systems such as pipelines that would exchange Salton Sea water with ocean water.  
This first step of the process documents the logic that has been used to eliminate 
unreasonable options and to identify the most feasible restoration strategy.  In the 
second step in the process, alternatives are formulated from this strategy and ranked 
with respect to the program objectives. This step leads to a preferred conceptual 
alternative.  Finally, this report concludes with a complete discussion of the preferred 
alternative concept, including its features, cost analyses, water surface elevations, 
performance factors, program phasing, and implementation. 

Program Objectives 
On November 12, 1998, Congress enacted Public Law 105-372, The Salton Sea 
Reclamation Act of 1998.  This Act authorized the Secretary of the Interior to 
complete studies of options that: 

1. Permit the continued use of the Salton Sea as a reservoir for irrigation drainage, 

2. Reduce and stabilize the overall salinity of the Salton Sea, 

3. Stabilize the surface elevation of the Salton Sea, 

4. Reclaim, in the long term, healthy fish and wildlife resources and their habitats, 
and 

5. Enhance the potential for recreational uses and economic development of the 
Salton Sea. 

Key program objectives have been developed to complement and provide more 
specifics to these goals that were included in the Reclamation Act and to incorporate 
work done by the Authority and Reclamation since 1998.  These objectives reflect 
the current needs of the restoration effort with respect to the present understanding 
of the future volumes of water that will flow into the Sea.  The current program 
objectives are as follows: 

• Preserve the Sea as a repository for agricultural runoff 

• Provide a large marine lake with stable elevation 

• Improve water quality: salinity 
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• Improve water quality: nutrients/other constituents 

• Maintain and improve habitat 

• Achieve water quality and habitat objectives in a timely manner 

• Respond to inflow changes 

• Increase recreational and economic potential 

• Address air quality concerns 

• Provide high safety rating/low risk of failure 

• Overcome institutional barriers/public acceptance 

• Achieve reasonable cost/high probability of financing 

Inflows to the Sea 
With implementation of the QSA, the average inflow to the Sea is expected to 
decrease over about 15 to 20 years from over 1,300,000 acre-feet/year to an expected 
inflow of about 930,000 acre-feet/year.  While the water transfer agreements contain 
predictable transfer schedules, there is an option for transferring up to 1.6 million 
acre feet of additional water if the water is not needed to mitigate effects to the 
Salton Sea. In addition, inflow to the New River from Mexico, where the flow 
originates, may also be subject to future reductions.  For example, reductions in 
surplus Colorado River flows to Mexico could, in turn, affect New River flows back 
across the border.  It is also possible that the Coachella Valley groundwater 
management program would affect inflows. These variables translate to an 
uncertainty with respect to actual Salton Sea inflows.  Therefore, three inflow 
scenarios are considered in this report: 

1. The anticipated QSA schedule that includes water releases to mitigate effects 
to the Salton Sea over the next 15 years; 

2. The QSA schedule with the mitigation water terminated in 2006 and sale of 
additional water to generate restoration funds; and 

3. A schedule that would reduce average inflow to about 800,000 acre-
feet/year. 

Under all three inflow scenarios, without restoration, salinity in the Sea would more 
than double over a period of 20 to 25 years, while the water surface elevation would 
decrease by about 20 feet over the same period. 

Overview of Restoration Options 
Restoration options have evolved through a process that has involved planning 
studies, engineering analysis, scientific oversight, and environmental reviews.  Some 
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salinity control methods discussed in this report date back to the 1960s and possibly 
earlier.  The amount of salt that would have to be removed by these methods would 
depend on future inflows.  With reduced inflow, the Sea will begin to shrink and salts 
will be concentrated; therefore, more salts would need to be removed to control 
salinity.  If the inflow continues to be reduced in the future, greater amounts of salt 
would need to be removed to meet project objectives. 

To address the rising salinity of the Sea, a surrogate outlet must be established.  
Three basic methods have been considered: 

• Pump water out of the Sea and discharge it to some remote location.  This could 
be accomplished by combinations of pipelines and canals to the ocean, the Gulf 
of California, or some other remote location. 

• Pump water out of the Sea and discharge it to local desalting plants or 
evaporation ponds, possibly in combination with mechanical processes that 
enhance the rate of evaporation.  This would require disposal of salt residues 
near or within impoundments in the Sea. 

• Divide the Sea so that one portion acts as a receptor for the discharge from 
another portion.  Through the construction of retention structures, salts would 
be allowed to concentrate in one area while salinity levels in the remaining area 
would be controlled. 

A myriad of alternatives have been identified over the years to provide one or 
another of those outlet scenarios, some of which also help control the elevation of 
the water surface of the Sea.  This report discusses those that have been viewed as 
the most promising in the past or that have passed earlier screening analyses. 

Logical Process for Screening Alternatives 
The various categories of alternatives for solving the problems at the Salton Sea can 
be reviewed through a logical sequence of decisions given the current and likely 
future conditions at the Sea.  The process begins by developing a series of questions 
which provide a roadmap through a sequence of decision points leading to a logical 
preferred restoration strategy.  This screening process reveals that most alternatives 
that have been considered in the past do not perform well under reduced inflow 
conditions.  In addition, with reduced inflows most systems need to become very 
large to respond to rapidly increasing salinity, and consequently, they would become 
highly expensive.  In addition, most processes that remove salt also remove water 
and thus would exacerbate concerns about elevation decreases under the QSA. 

The logic process leads to the conclusion that a concept that bisects the Sea in half 
may be the most effective restoration strategy. This concept relies on building a 
causeway/retention structure across the midsection of the Sea to separate hyper-
saline and marine basins of the Sea from one another. If the structure is placed at the 
approximate midsection of the Sea where the west and east shorelines are nearest, 
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the length of the barrier would be around 8.5 miles, and less if it is designed to work 
with the Sea at a lower elevation than the current situation. This area is also attractive 
because the water is shallower than areas to the immediate south and north, which 
will help reduce construction costs.   

A major challenge to this divided lake concept is the feasibility of constructing a 
facility that is cost effective. The foundation conditions of the Sea have been 
investigated and found to be composed of a relatively thick layer of fine-grained 
sediments that create an engineering design challenge. However, conceptual 
alternative designs of a mid-Sea facility are currently underway and based on 
preliminary engineering evaluations it is believed that a suitable structure could be 
constructed at a reasonable cost. 

Evaluation of Reasonable Alternatives 
The logical process for reviewing alternatives led to the conclusion that alternatives 
that employ a central dike or dam facility are worthy of further investigation.  Such a 
concept would include a smaller marine lake, and could be developed along one of 
two options using a central dike or dam: a marine lake in the north or a marine lake 
in the south.  The features and benefits of south and north marine lake concepts 
based on a dividing structure at this location are described briefly below.  There is 
also a choice about whether or not to control elevation. 

South marine lake—A marine lake in the south would have a maximum area on the 
order of 210 square miles and require an inflow of 980,000 acre feet per year to 
sustain it at current elevation (about -227 feet, msl).  The area would be smaller if the 
lake was to be maintained at a lower elevation. A southern marine lake would be 
consistent with current wildlife refuge boundaries. The southern marine lake would 
also take advantage of inflows from the New and Alamo Rivers such that rerouting 
or transporting these flows would not be necessary.  Concentrations of selenium and 
several other contaminants in the sediments are highest in the northern half of the 
Sea.  Allowing portions of this basin to recede would expose the sediments creating 
the potential for human health and wildlife impacts. 

North marine lake—A marine lake in the northern portion of the Sea would be on 
the order of 150 square miles and require an inflow of around 800,000 acre feet per 
year. A marine lake in the north would reduce the concern over selenium sediment 
effects by effectively capping the sediments with the marine lake. There are also 
established communities in the northern portion of the Sea such as Desert Shores, 
Salton City, and North Shore that would benefit from a restored Sea. These 
communities would likely experience renewed economic development including 
commercial, recreational, and residential developments. The Torres Martinez Tribe 
would also benefit from a restored Sea and could implement various economic and 
natural resource projects. The exposure of submerged areas in the south would allow 
for geothermal exploration and development of known geothermal resources.  
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Elevation control—The next issue to be addressed is whether or not to control the 
water elevation in the marine lake, and if so, what approach to use. A barrier could 
be used with no elevation control. A retention structure could be used that maintains 
elevation at current levels. Or, a retention structure could be used that takes 
advantage of a reduced water surface level. 

Given the above considerations, four alternative configurations have been identified 
for evaluation:  

• South Marine Lake without Elevation Control—The simplest 
configuration would be to construct a central barrier and allow the New and 
Alamo rivers to flow into the south basin and create a marine lake with 
hyper-saline conditions in the north. 

• South Marine Lake with Elevation Control—This configuration would be 
similar to the previous alternative, except that the central barrier would need 
to be taller and more robust to impound water in the south and create a 
higher water surface than in the north. 

• North Marine Lake with Elevation Control— This concept would be 
similar to the previous alternative with the north-south configuration 
reversed.  In this case, the New and Alamo rivers would need to be extended 
to the north to provide freshwater inflows to control salinity in the north 
basin. 

• No Marine Lake—This alternative is considered in case a mid-Sea barrier 
or impoundment structure proves to be infeasible or too costly.  It would 
include wetland and habitat restoration elements to achieve as many 
objectives as possible without maintaining a large lake with a marine fishery. 

Evaluation of Reasonable Alternatives  
The four reasonable alternatives discussed above were evaluated against the program 
objectives.  For each objective, the alternatives were ranked on the basis of best 
judgment as to how they would perform under inflows that would be expected with 
the QSA in place.  Finally, an overall composite ranking was developed. A summary 
of the evaluation process is provided in Table ES-1, where the highest ranking is 
given a number “1” and the lowest is given a “4.” 

In addition to rankings against each objective, Table ES-1 shows: (1) an average 
ranking score calculated by taking a simple average of the rank values for each of the 
objectives; (2) the number of top rankings; (3) the number of lowest rankings; and 
(4) the overall average ranking based on the three previous statistics.  Based on the 
data presented here, the North Lake with Elevation Control alternative received 
the top ranking and is recommended for consideration as the preferred 
restoration strategy for the Salton Sea. As indicated in Table ES-1, the North Lake 



  Executive Summary 
 

 
ES-7 

with Elevation Control alternative received the highest ranking with respect to seven 
of the 12 objectives and the lowest ranking for only one objective.   

The Preferred Project: A Vision for the Future 
Starting with the north lake concept and adding other features, a preferred project 
emerges that has the potential to create outstanding opportunities for the Imperial 
and Coachella valleys. This vision of the future combines a healthier and more stable 
marine lake that has lower salinity with a variety of ecological and recreational 
features.  It also includes measures to mitigate potential air quality degradation that 
may be associated with sediments exposed by declining lake levels that result from 
decreases in inflow.  The concept is illustrated in Figure ES-1.  

Figure ES-1 illustrates the wide range of habitat and recreational features that could 
be included as part of the vision of the future for the Salton Sea ecosystem.  The 
features of the preferred project are conceptual.  Some features have been developed 
in more detail, such as the central causeway/retention structure.   Technical reports 
are underway to further describe the causeway/dike and other features, such as the 
shallow water habitat.   Other features, such as fresh water recreational lakes and 
wetlands, are under review by a recently established Outdoor Recreation Task Force. 

Table ES-1.  Evaluation of Restoration Options 
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Preserve Sea as Repository for Agricultural Runoff 1 1 1 1
Provide Large Marine Lake with Stable Elevation 3 1 2 4
Improve Water Quality: Salinity 1 1 1 4
Improve Water Quality: Nutrients/Other Constituents 2 2 1 4
Maintain and Improve Habitat 3 2 1 4
Time to Achieve Water Quality and Habitat Objectives 3 1 2 4
Respond to Inflow Changes 2 4 3 1
Increase Recreational and Economic Potential 3 2 1 4
Address Air Quality (PM10) Concerns 3 1 1 3
Provide High Safety Rating/Low Risk of Failure 2 3 3 1
Overcome Institutional Barriers/Public Acceptance 3 2 1 4
Reasonable Cost/High Probability of Financing 3 4 2 1
Average Score 2.4 2.0 1.6 2.9
Number of Top Rankings 2 5 7 4
Number of Lowest Rankings 1 3 1 8
Overall Ranking 3 2 1 4

Restoration Alternative
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The Recreational Task Force includes representatives of recreational groups, cities 
and other organizations, primarily from the north end of the Imperial Valley.  During 
initial meetings of the Task Force, the members voiced support for many elements 
of the preferred project but suggested aspects such as expansion of farmland into 
newly exposed areas and areas for off highway vehicle use may not be practical.  The 
Task Force is expected to make its recommendations within the next 60 days.   
Figure ES-1 and associated elements of the potential preferred project will be 
modified as the Task Force and others provide input.  

Design Features 

Two of the most important design features of the preferred plan are the structural 
design of the central causeway/retention structure and the inflow requirement to 
support the plan.  A working group of 15 civil and geotechnical engineers was 
convened to review the feasibility of constructing a dike, or retention 
structure/causeway anywhere within the Salton Sea.  After considering several 
possible methods, the preliminary conclusions indicate that a rock filled embankment 
may be the most cost effective construction method.  The preferred restoration plan 
could be sustained by an average annual inflow of 800,000 acre-feet/year, and 
possibly somewhat lower inflows.  The inflow would need to include about 600,000 
acre-feet/year to sustain the north lake, with the remaining 200,000 acre-feet plus salt 
water discharges from the north lake supporting other habitat and recreational 
features. 

Performance and Phasing 

The Salton Sea Accounting Model was used by Reclamation to evaluate the 
performance of the preferred project.  The model indicates that if the marine lake is 
designed for a water surface elevation of -235 feet, msl, and a decision is made to 
move forward with the program in the near future, then the target salinity of 35,000 
mg/L could be achieved by 2013.  The model suggests that the phasing schedule 
shown in Table ES-2 could be achieved for a design elevation of -235 feet, msl. 

Target Elevation 

A design elevation of around -235 feet, msl is recommended for consideration as the 
target elevation.  It would have a number of benefits including: (1) High enough 
elevation to allow for gravity flow of salt water to shallow habitat areas and for dust 
control; (2) Minimal dredging for access to communities, (3) Low enough to provide 
fall for river extensions; (4) Minimal salinity spike and short time to target salinity; 
and (5) Reasonable cost…at -235 feet, msl the cost estimate for the retention 
structure is about $150 million less than it would be for the current lake elevation.  
There may also be some circumstances where -240 feet, msl could be beneficial as 
the design lake level.  If it appears that the construction schedule would need to be 
extended and if additional water can be sold to raise funds and expedite the water 
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surface reduction to -240 feet, msl, then an additional savings of about $100 million 
could be realized, with other factors being equal.   

Cost and Financing 
The construction cost of the program for a design elevation of -235 feet, msl is 
preliminarily estimated at between $660 and $730 million.  This estimate includes the 
mid-Sea retention structure/causeway, appurtenances, dredging to communities, 
greenbelt channels to the north lake, a fresh water recreational lake, Torres Martinez 
wetlands/habitat, upstream wetlands, and an initial phase of shallow water habitat 
construction.  These estimates are preliminary and subject to review by the design 
work group and are likely to be updated in the near future.  Total annual operating 
expenses are estimated at $7 to $8 million, including costs for causeway maintenance, 
build out of added shallow water habitat, and dust control.  

Potential financing sources include funds from Proposition 50, funds generated 
through the QSA legislation, local funds generated through formation of a Tax 
Increment District, and possible other State and Federal sources. 

Recommendation  
The preferred project is an integrated multi-functional plan that is recommended as 
an opportunity to provide outstanding ecological, recreational and economic benefits 
to the Salton Sea area.  

Table ES-2.  Proposed Timeline 
Timeframe Activity 

2004 Federal, State & Local (SSA) Agencies Pledge to Work Together on 
Restoration, Enter an MOU 

2004 State Advisory Committee Develops Criteria and Reviews Alternatives 
2004 Begin Detailed Design 
2005 SSA Establishes Tax Increment District 
2005 Draft Project-Level Salton Sea Restoration EIR/EIS  
2005 Final Project-Level Salton Sea Restoration EIR/EIS 
2006 Complete Detailed Design 
2006 Phase One Construction:   Develop Quarry Site, Begin Wetlands and 

Interim Shallow Water Habitat Construction 
2006 Mitigation Water Sold 
2007 Phase Two Construction:  Begin Extension of Rivers and Causeway 
2009 Phase Three Construction:  Begin Marina Dredging 
2010 Complete Causeway  
2013 North Lake Salinity Targets Met 
2015- Phase Four Construction: Phased In Shallow Water Habitat  
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1.0 INTRODUCTION 
The Salton Sea is subject to rising salinity and high levels of nutrients.  The Salton 
Sea Reclamation Act of 1998 directed that studies be conducted to evaluate the 
feasibility of possible actions to allow continued uses at the Sea.  Following the 
passage of the Act, a study was initiated to develop alternative measures to address 
rising salinity and other problems at the Sea.  In response to the Act, a draft 
environmental impact statement/environmental impact report (EIS/EIR) was 
released in January 2000.  The January 2000 EIS/EIR underwent agency and public 
review in the spring of 2000, and public hearings were conducted. In light of public 
and agency comments, further internal reviews of the alternatives presented in the 
draft EIS/EIR, and various congressional requests, further analyses and design work 
has been performed. 

In April 2003, the Salton Sea Authority (Authority) Board of Directors endorsed 
moving forward with an Integrated Water Management Plan.  Recognizing that 
inflows to the Sea were likely to be reduced in the near future, the Plan evolved from 
concepts proposed by US Filter, the Pacific Institute, and others as well as earlier 
work by the Authority and the Bureau of Reclamation (Reclamation). The Authority 
subsequently commissioned the engineering feasibility studies and further analysis of 
the Integrated Plan documented in this report. 

During 2003, the Quantification Settlement Agreement (QSA) was also in the 
process of being approved and agreements developed to acknowledge the linkage 
between water transfers and the health of the Salton Sea. Three bills were signed into 
law in September 2003 that specify a State-led program to develop a preferred 
restoration alternative by December 2006. The package of legislation also provides a 
mechanism to generate up to $300 million for Salton Sea restoration through the sale 
of transferred Colorado River water. The State is now in the process of 
implementing the planning requirements for this suite of legislative bills dealing with 
Salton Sea restoration.   

1.1 Background and History of the Salton Sea 
The Salton Sea Basin is part of the Lower Colorado River Delta system.  The 
present-day Sea was formed in 1905 by flooding on the Colorado River, which 
accidentally breached an irrigation control structure on the River allowing the entire 
River to flow into the Salton Basin for a period of about 18 months.  Since then, 
agricultural drainage flows from the surrounding watersheds of Imperial, Coachella, 
and Mexicali Valleys and smaller contributions from municipal effluent and 
stormwater runoff have sustained the Sea.  This is not the first time the Salton Basin 
has contained a lake, however.  Historical evidence and geologic studies have shown 
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that the Colorado River has spilled over into the Salton Basin on numerous 
occasions over the last thousand years, creating intermittent lakes.  Evidence of an 
ancient shoreline suggests that Lake Cahuilla occupied the Basin until about 300 
years ago.  From 1824 to 1904, Colorado River flows flooded the Salton Basin no 
fewer than eight times.  Each time, the lake went through a cycle of fresh to salty 
water as the lake eventually evaporated. 

The Salton Basin extends from Banning, California, on the north to near the 
international border with Mexico on the south.  At present, the Sea itself is about 35 
miles long and 15 miles wide.  With a current surface elevation at about 227 feet 
below mean sea level, the Sea has a maximum depth of about 50 feet.  The Sea’s 
salinity concentration is about 44,000 milligrams per liter (mg/L), which is about 25 
percent saltier than ocean water.  Recent annual inflows have been in balance with 
the water that evaporates from the Sea’s surface.  Inflows contribute about 4 million 
tons of salt each year to the Sea.  Since the Sea is a terminal body of water (it has no 
outlet), salinity continues to rise as salts are left behind while water evaporates from 
its surface. 

In the early 1900s, the Sea was relatively fresh and thereafter salinity fluctuated, but 
with a general increasing trend.  By the 1950s through the 1970s, the salinity was near 
ocean salinity levels, and the Sea became an attractive recreation site.  Private land 
around the Sea was subdivided into lots, roads were bladed, and land speculation 
flourished.  Fish were introduced into the Sea and several marine species have 
thrived.  Tilapia, a fish commonly raised in fish farms, accidentally found their way 
into the Sea and are now the predominant fish species.  The Sea is located along the 
Pacific flyway and provides habitat and seasonal refuge to many species of birds. A 
federal wildlife refuge, established at the south end of the Sea as a sanctuary for 
birds, provides viewing and educational opportunities.  In 1956, a state recreation 
area was established along the east shore of the Sea to provide camping and boating 
access. 

The Salton Sea fills a depression in a hot desert environment.  Without an outlet, the 
natural progression of the Sea is for the water to become more saline over time and 
monumental efforts would have to be made to reverse that progression.  As the Sea 
becomes saltier, the ecosystem will change in response to the more saline 
environment.   

1.2 Past Studies 
Rising salinity concentrations and the realization in the 1950s that salinity levels 
would eventually affect uses of the Sea, led to studies of ways to manage salinity.  An 
early investigative report was prepared in 1965, a Federal-State Reconnaissance 
Investigation was conducted in1969, and a Federal-State Feasibility Study was 
completed in 1974.  A rising water surface elevation and consequent stabilization of 
salinity muted the call for implementation of salinity control actions at that time.  In 
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the mid-1980s, federal and state agencies again began looking at ways of controlling 
salinity.  Public Law 102-575, passed in 1992, gave the Bureau of Reclamation 
(Reclamation) the authority to conduct salinity control studies.  In response to that 
law, Reclamation and the Salton Sea Authority, which was established in 1993, 
published and provided a report to Congress in 1997 that contained an evaluation of 
a wide suite of alternatives that would address the salinity and elevation problems of 
the Sea. 

1.3 The Salton Sea Reclamation Act of 1998 
On November 12, 1998, Congress enacted Public Law 105-372, The Salton Sea 
Reclamation Act of 1998.  This Act authorized the Secretary of the Interior to 
complete studies of options that: 

1. Permit the continued use of the Salton Sea as a reservoir for irrigation drainage, 

2. Reduce and stabilize the overall salinity of the Salton Sea, 

3. Stabilize the surface elevation of the Salton Sea, 

4. Reclaim, in the long term, healthy fish and wildlife resources and their habitats, 
and 

5. Enhance the potential for recreational uses and economic development of the 
Salton Sea. 

The Act also directed the Secretary to consider inflow reductions that could result in 
total inflows of 800,000 acre-feet or less per year. Options that were to be considered 
included segregating the Sea into one or more evaporation sections, pumping water 
out of the Sea, augmenting inflows, combinations of various options, and other 
options as the Secretary deems appropriate.  The Act indicated that options that 
relied on importation of water from the Colorado River should not be included in 
the study.  This is consistent with the Colorado River Compact, the Boulder Canyon 
Project Act, and the 1964 Supreme Court Decree in Arizona vs. California which 
limit beneficial use of Colorado River water to domestic and irrigation purposes.  A 
copy of the Salton Sea Reclamation Act is included as Attachment A. 

An alternative screening process was conducted in 1999 as part of the process of 
developing restoration strategies to be evaluated in the EIS/EIR (Tetra Tech 1999).  
An alternative that would have included construction of an impoundment structure 
in the central part of the Sea and create a smaller marine lake in the north was 
initially rated as one of the top two among 39 alternatives.  This alternative was later 
eliminated from further analysis because of cost considerations at the time when 
future inflows were uncertain.  The EIS/EIR was prepared evaluating five 
alternatives which involved combinations or large in-Sea evaporation ponds and/or 
on-land enhanced evaporation systems among numerous other elements. 
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On January 27, 2000, then Secretary of the Interior Babbitt transmitted certain 
reports to Congress as specified in the Act.  Among these reports was an EIS/EIR, 
which was distributed for public review and comment.  Comments were numerous 
and substantial.  Consequently, subsequent to the publication of those reports, work 
on alternative formulation, further development of costs, and analysis of additional 
options have continued.   

1.4 Current Program Objectives 
Key program objectives have been developed to complement and provide more 
specifics to the goals provided in the Salton Sea Reclamation Act of 1998 and to 
incorporate work done by the Authority and Reclamation since 1998.  These 
objectives reflect the current needs of the restoration effort with respect to the 
present understanding of the future volume of waters that flow into and sustain the 
Sea.  

The restoration effort has been an open process that has involved input from the 
Salton Sea Authority Technical Advisory Committee (TAC) and Board of Directors 
(Board), broad involvement from agency personnel, and input from public 
workshops and a coalition of environmental interests.  The process has included 
screening of alternatives using objectives and criteria developed with input from all 
of these sources.  Program objectives have evolved over time in response to a 
number of external factors, including decisions on water transfers that will reduce 
inflows to the Sea.  From this process, a set of objectives has evolved that is used in 
this report as a basis for evaluating alternatives and recommending a preferred 
project.  A total of twelve objectives are included which would address the concerns 
that have been most often expressed by various stakeholders. Table 1-1 lists the 
current program objectives and shows how these objectives link to the goals 
identified in the Reclamation Act. 

The objectives used in the identification of a preferred alternative are discussed 
below.  Each of these project objectives has been considered as development of the 
preferred project has proceeded. 

Preserve the Sea as a Repository for Agricultural Runoff 
Agriculture constitutes the major economic base in Imperial County and a significant 
part of the economy in eastern Riverside County. The Imperial and Coachella valleys 
provide an important source of vegetables and other produce to the nation, 
particularly in the winter. Because of the importance of drainage to maintaining the 
agricultural economy and the lack of an alternative disposal site, the Sea serves as the 
repository for agricultural drainage. In 1924 and again in 1928, President Coolidge  
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issued Executive Orders setting aside federal land under the Sea as a public water 
reserve for irrigation drainage. In 1968, the state of California declared by statute that 
the primary use of the Sea is for collecting agricultural drainwater, seepage, leaching, 
and control waters. Agriculture in its present form relies on the ability to discharge 
drainage into the Sea. Thus, the continued use of the Salton Sea as a repository for 
agricultural drainage is a fundamental component of the Salton Sea Restoration 
Project. 

Provide Large Marine Lake with Stable Elevation 
Over the years, rising levels of the Salton Sea have flooded residential and 
agricultural properties around the Sea as well as tribal lands.  More recently concerns 
have been focused on the likely decreases in Salton Sea elevation that would occur as 
a result of reductions of inflows to the Sea.  In spite of these concerns, a broad range 
of interests including the TAC, Board, public, environmental groups and agencies 

Table 1-1.  Restoration Objectives and Goals of the Reclamation Act of 1998 
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have stressed the ecological and economic importance of maintaining a large marine 
lake.  Therefore, maintaining a large marine lake with a stable water surface elevation 
is one of the primary objectives. 

Improve Water Quality: Salinity 
Increasing salinity in the Sea, which is currently about 44,000 mg/L, already may be 
threatening the reproductive ability of some parts of the biota. If the current trend of 
increasing salinity continues, sport fish in the Salton Sea will be eliminated over the 
next few decades. Therefore, controlling salinity is a critical need if the Salton Sea is 
to support biodiversity similar to what currently exists. In addition, the Sea is located 
along the Pacific Flyway, the most western of the major migration corridors for 
waterfowl and other species. Therefore, the fish populations in the Sea are an 
important food source to fish-eating birds that use the Pacific Flyway. Because of its 
affect on the ecology of the Sea, controlling salinity is a fundamental component of 
any restoration alternative. 

Improve Water Quality: Nutrients/Other Constituents 
The Salton Sea is a highly eutrophic water body characterized by high nutrient 
concentrations, high algal concentrations, high fish productivity, low clarity, very low 
dissolved oxygen concentrations, massive fish kills, and noxious odors. High nutrient 
loadings are due to the inflows of nitrogen and phosphorus as byproducts from the 
use of agricultural fertilizers in the Imperial Valley watershed. The eutrophic state of 
the Salton Sea with its high biomass translates to high fish production, especially for 
forage fish such as tilapia. If the Salton Sea were less eutrophic, there likely would be 
fewer tilapia, fewer and different algal blooms, and fewer occasions of fish kills 
associated with anoxic conditions. Other water quality issues include selenium, other 
chemicals, and bacteria. All of these issues must be addressed to benefit the fish and 
wildlife resources and habitats of the Salton Sea as well as human health concerns. 
As with salinity, effectively managing the Sea’s water quality is linked to the general 
health of the Sea and will need to be integrated into restoration planning.   

Maintain and Improve Habitat 
The biological resources of the Sea and its value to society are linked through the 
Sea’s avian diversity, the productivity of its sport fishery, and its attraction as a 
recreational destination.  With approximately 400 species of birds reported in the 
area, the Salton Sea ecosystem is one of the greatest areas of avian biodiversity in the 
nation.  It also provides habitat to several special status species such as the California 
brown pelican (Pelecanus occidentalis), Yuma clapper rail (Rallus longirostris yumanensis) 
and the dessert pupfish, all listed as Federal Endangered Species. Historically, the 
sport fishery has been the most productive of any California inland water body, and 
the large biomass of fish has been the food base for the large number of fish-eating 
birds at the Sea.  Over the past two years there have been substantial decreases in the 
number of fish in the Sea, likely because of a number of stress factors. 
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Because of significant losses of interior wetlands, including over 90 percent of those 
within California, the Sea serves an important role in the international, regional, and 
local conservation of migratory birds.  Significant proportions of some populations 
have become dependant on the Sea. For some of these species there may be no 
alternatives because of bioenergetics (the energy transformation and exchange 
between living organisms and their environment) associated with food availability 
(quantity and quality), travel distances between migration stopover points, and body 
condition relative to breeding success. The complex interrelationships of the Sea’s 
ecosystem are a critical factor in developing a viable restoration scenario. 

Achieve Water Quality and Habitat Objectives in a Timely 
Manner 
According to fish survey data gathered by the California Department of Fish and 
Game, fish populations in the Salton Sea have decreased sharply in the last two years. 
 There apparently has also been a corresponding decrease in the populations of fish 
eating birds present at the Sea.  With projected decreases in baseline flows and 
implementation of the QSA, the salinity in the Sea is expected to increase at a greater 
rate than it has in the past, thus further stressing the fishery.  Therefore achieving 
water quality and habitat objectives in a timely manner will be an important 
restoration objective.  

Respond to Inflow Changes 
With implementation of the QSA, it is likely that the average inflow to the Sea will 
decrease markedly over the next 15 to 20 years.  While inflow to the Sea has 
historically varied from year to year, ten year averages for each of the past four 
decades have varied little, and the average inflow to the Sea during that period was 
greater than 1,300,000 acre-feet/year.  With the QSA in place, in twenty years the 
expected value of inflow to the Sea will be about 930,000 acre-feet/year.  Without 
any other actions, such an inflow reduction would cause the Sea to shrink to about 
70 percent of its current size, a reduction of about 100 square miles. 

The water transfer agreements contain predictable transfer schedules over the 75-
year term of the program. However, options for up to 1.6 million acre feet of 
additional transferred water may or may not occur depending on a number of 
factors. In addition, inflow to the New River, one of the main tributaries of the Sea, 
is also variable from year-to-year due to usage patterns in Mexico, where the flow 
originates.  These variables translate to an uncertainty with respect to actual Salton 
Sea inflows.  Since a reasonable range of inflow patterns over time can be predicted, 
a preferred alternative will need to take the flow variability into consideration. 

Increase Recreational and Economic Potential 
Recreational use of the Sea includes waterfowl hunting, boating, fishing, bird 
watching, and photography. Waterfowl hunting is a long-standing tradition at the 
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Salton Sea and even during the 1920s attracted hunters from Long Beach, Los 
Angeles, and other areas. The sport fishery of the Sea is focused primarily on orange-
mouth corvina (Cynoscion xanthulus), tilapia (Oreochromis mossambieus and other species 
and hybrids), bairdiella or Gulf croaker (Bairdiella icistia), and sargo (Anisotremus 
davidsoni). All of these are introduced species.  Tilapia are the dominant component 
of the fish biomass and are a major food item for pelicans and other fish-eating birds 
at the Sea. The popularity of bird watching at the Sea has increased in response to 
the diversity of the Sea’s avifauna and has resulted in the international bird festival 
becoming an annual event.  An evaluation of the economic impacts associated with 
bird watching at the Sea disclosed a substantial economic benefit to the local 
communities and businesses. 

An added benefit to the local economy of a restored Salton Sea would be the resulting 
development of residential, commercial, and retail land uses adjacent or in close 
proximity to the Sea. The increased economic development would also generate sales 
and property tax revenue that would benefit the local economy. Some studies have 
estimated the potential property tax revenue at between $1 billion and $2 billion over a 
45-year time horizon. 

Address Air Quality (PM10) Concerns 
The reduction in inflow to the Sea in the future is expected to result in the exposure 
of large areas of currently submerged lakebed at the Salton Sea. As discussed above, 
inflow reductions could result in the exposure of about 100 square miles of 
sediments. The sediments beneath the Sea have not been exposed for a century and 
consist of fine-grained silts and clays. These soils may be prone to wind erosion 
when they are exposed to the atmosphere and become dry. The climate of the Salton 
Sea basin is such that high winds and sustained wind of moderate speed can cause 
substantial amounts of fine particulate matter to be suspended and transported long 
distances. The amount of particulate matter finer than 10 microns present in the 
atmosphere is monitored and referred to as PM10.  This fine particulate matter is of 
concern because it can be transported deep inside human lungs, and is especially 
harmful to young children, the elderly, and those with respiratory disease such as 
asthma. This issue will need to be addressed for any restoration to be a viable 
solution.  

Provide High Safety Rating/Low Risk of Failure 
Because of the magnitude of the investment necessary to develop and sustain a 
viable restoration alternative, a preferred restoration alternative must provide a high 
level of safety while at the same time having a low risk of failure. This is especially 
true for the construction of any water impoundment or barrier that could release 
substantial amounts of water in the event of catastrophic failure such as caused by an 
earthquake. Other features of the preferred restoration alternative should be 
designed to minimize safety risks to property, residents, and visitors to the Sea. This 
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objective of the restoration planning process will need to be carefully evaluated 
through engineering evaluations and pilot projects and other scale-up projects before 
full implementation can occur.  

Overcome Institutional Barriers/Public Acceptance 
The evaluation of restoration alternatives must consider the reality involved in the 
permitting and approval process for projects of this magnitude. Projects that involve 
connecting the Sea to ocean water such as pipelines or canals are infeasible due to 
international barriers in the case of the Federal Republic of Mexico, and land use and 
multi-jurisdictional issues in the case of the west coast of California. Even if all 
activities to restore the Sea are contained within the Salton Sea Basin, there are many 
federal, State, and local agencies that will need to issue permits and approvals for a 
preferred restoration alternative. The time required to permit the preferred 
alternative and the support of the local community is a critical factor in restoration 
planning. 

Reasonable Cost/High Probability of Financing 
While a precise budgetary cap has not been established for the cost of a preferred 
alternative, there is a limit to the amount that society will be willing to spend for 
Salton Sea restoration. Due to competing needs and limited resources, the cost and 
benefit of a restored Sea will need to be demonstrated in order to obtain the financial 
backing of government at all levels. While the State has adopted legislation that 
would accrue up to $300 million for a Salton Sea restoration fund, other sources of 
funds may be available through the federal government or through specialized 
financing methods such as an Infrastructure Finance District around the Sea. This 
objective will need to be carefully considered in the evaluation of restoration 
scenarios. 

1.5 Purpose of Report 
This report is intended to document a two-step process that has led to the 
identification of a preferred project.  Chapters 2 and 3 provide the background for 
this process, respectively, by discussing how the Sea would respond to inflow 
reductions, and providing an overview of restoration options.  Chapter 4 presents 
the first step of the process, which is a logic-tree evaluation that illustrates how 
features of restoration options can be eliminated through a series of queries.  For 
example, one query is “Would pump-in/pump-out systems work?” referring to the 
practicality of systems such as pipelines that would exchange Salton Sea water with 
ocean water.  This step of the process documents the logic that has been used to 
eliminate unreasonable options and to identify the most feasible restoration strategy. 
The second step in the process is presented in Chapter 5.  Here, alternatives are 
formulated from the strategy developed in the previous step and ranked with the 
respect to the program objectives. This step leads to a preferred conceptual 
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alternative.  Chapter 6 provides a more complete discussion of the preferred 
alternative, including its features, cost analyses, water surface elevations, performance 
factors, program phasing, and implementation. 
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2.0 INFLOWS TO THE SEA: RESPONDING TO REDUCTIONS 
As discussed previously, with implementation of the QSA, the average inflow to the 
Sea is expected to decrease over about 15 to 20 years from over 1,300,000 acre-
feet/year to an expected value of about 930,000 acre-feet/year.  While the water 
transfer agreements contain predictable transfer schedules, there is an option for up 
to 1.6 million acre feet of additional transferred water if the water is not needed to 
mitigate effects to the Salton Sea. In addition, inflow to the New River from Mexico, 
where the flow originates, may also be subject to future reductions.  For example, 
reductions in surplus Colorado River flows to Mexico could, in turn, affect New 
River flows back across the border.  It is also possible that the Coachella Valley 
groundwater management program would affect inflows. These variables translate to 
an uncertainty with respect to actual Salton Sea inflows.  Therefore, three inflow 
scenarios are considered in this report: 

4. The anticipated QSA schedule that includes water releases to mitigate effects 
to the Salton Sea over the next 15 years; 

5. The QSA schedule with the mitigation water terminated in 2006 and sale of 
additional water to generate restoration funds; and 

6. A schedule that would reduce average inflow to about 800,000 acre-
feet/year. 

The three inflow scenarios are illustrated in Figure 2-1. 

2.1 Quantification Settlement Agreement 
With the signing of the QSA in September 2003 a high degree of certainty was 
achieved with respect to long-term usage and deliveries of Colorado River water 
users. The QSA was the result of seven years of intensive negotiations between 
federal and state government officials and the San Diego, Coachella, Imperial, and 
Metropolitan Water Districts. This agreement allows for California to ramp down 
water usage from historical highs of 5.3 million acre-feet annually to the amount 
entitled by law at 4.4 million acre-feet.  The QSA included three California laws that 
affect the inflows to the Salton Sea and restoration efforts. These laws are briefly 
summarized in the following paragraphs. 

Senate Bill No. 277 (SB 277) enacted the Salton Sea Restoration Act and establishes 
the Salton Sea Restoration Fund to be administered by the Director of Fish and 
Game. Moneys in this Fund are to be expended, upon appropriation by the 
Legislature, for restoration of the Salton Sea and the protection of fish and wildlife 
dependent on the Sea. This bill also authorizes the Department of Water Resources  
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((DWR) to contract with water suppliers to purchase and sell water to achieve the 
goals of the Act. 

Senate Bill No. 317 (SB 317) amended Section 2081.7 of the Fish and Game Code 
(adopted by SB 482 in 2002) to state revised conditions to issuance of take permits 
for the QSA, including the take of fully protected species. These conditions require 
enforceable commitments by IID to provide two 800,000 AF increments of 
conserved water. SB 317 authorizes the Secretary of the Resources Agency to 
undertake a study to determine a preferred alternative for the restoration of the 
Salton Sea ecosystem and the protection of wildlife dependent on that ecosystem. 
The bill requires submittal of a study identifying the preferred alternative on or 
before December 31, 2006.  

Senate Bill No. 654 (SB 654) amends Section 12562 of the Water Code to extend the 
deadline for completing the lining of portions of the All American Canal and the 
Coachella Canal from December 31, 2006 to December 31, 2008, in order to allow 
additional time to satisfy the requirements for state funding for these projects. In 
addition, it allocates environmental responsibility among the water agencies and the 
state for certain environmental mitigation requirements related to implementation of 
the QSA. The Bill provides a mechanism to implement funding of mitigation costs 
by authorizing CDFG to enter into a joint powers agreement (JPA) with CVWD, 
IID and SDCWA for the purpose of providing for payment of environmental 
mitigation costs. 
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Figure 2-1.  Possible Future Salton Sea Inflow Scenarios Evaluated in this Report. 
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2.2 Other Actions That May Affect Inflows 
Efforts to develop a preferred restoration project are not the only actions that could 
affect conditions at the Sea.  Some other actions—being pursued under other 
initiatives and by other parties—could also influence the effectiveness of 
salinity/elevation control projects. 

• Constructed Wetlands Projects—Several pilot wetlands have been 
constructed on the New and Alamo Rivers.  Expansion of constructed 
wetlands projects in Imperial Valley could improve the quality of water 
flowing into the Sea, but would also cause some reduction of inflows. 

• Total Maximum Daily Load Program (TMDL)—This program, being 
implemented by the Regional Water Quality Control Board, is designed to 
provide a long-term reduction in key constituents in waters that flow into the 
Sea.  While improving the quality of water that flows into the Sea would be 
beneficial, it is also possible that TMDL efforts could result in some flow 
reductions. 

• Mexicali Wastewater System Improvements—Mexico has been pursuing 
construction of projects to improve the collection and treatment of 
wastewater in Mexicali.  These projects will improve the quality of water 
flowing across the international border but will also divert water away from 
the Salton Sea.  It is estimated that these projects could reduce inflows to Sea 
by 15,000 acre-feet/year in 2006, increasing to 22,507 acre-feet/year by 2014. 

• Mexicali Power Plants—Baja California Power, Inc. (BCP) and Sempra 
Energy Resources (SER) operate power plants that use Colorado River water 
for cooling. These evaporative cooling systems cause reductions of flow to 
the Sea.  The available data suggests that the range of inflow reductions could 
be on the order of between 3,000 acre-feet/year to as much as 16,000 acre-
feet/year, and likely would be somewhere in between. The Department of 
Energy is currently preparing an Environmental Impact Statement to comply 
with a Federal Court order requiring additional environmental review. 

2.3 Relationship Between Inflow, Salinity and Elevation 
A delicate balance between inflow and evaporation has sustained the elevation of the 
Salton Sea in the past.  If the inflow to the Sea is reduced as is anticipated under the 
QSA, evaporation will outstrip inflow and the Sea will begin to shrink until a new 
balance is achieved. Shrinking of the Sea will cause the salts that are currently in the 
Sea to concentrate. Compounding this problem, approximately 4 million tons of salt 
are added annually to the Sea from inflows.  In addition, sediments that are now 
under water would be exposed and could possibly add to the existing problems with 
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blowing dust in the Imperial and Coachella Valleys. Figure 2-2 provides a visual 
simulation of how the future shoreline of the Salton Sea would appear after full 
inflow reductions have been implemented under the QSA without restoration.  

Figure 2-3 illustrates expected trends in the water surface, salinity and exposed 
sediments at the Salton Sea that could be expected with the QSA in place.  These 
charts were prepared by Reclamation using their Salton Sea Accounting Model.  The 
graphs in Figure 2-3 should be viewed as a reasonable forecast of what could happen 
in the future without any restoration actions.  Many factors could affect these future 
trends including the methods that are used to implement water transfers and actions 
in Mexico that could reduce flows from across the border.   

Other possible sources of water have been considered to sustain the inflow to the 
Sea, but thus far none have been identified that would provide sustained replacement 
flows.  For example, Reclamation and the Authority are investigating brackish 
groundwater resources in the East Mesa area south of the Sea as a possible source 
for replacement water.  However, based on previous work, it is likely that there 
would not be enough water to replace transferred amounts and the source would not 
be sustainable in the long term.  Furthermore, delivery costs are likely to be high. 

2.4 Effect on Restoration Alternatives and Cost 
The reduction of inflow to the Sea creates a more complex challenge to the 
development of feasible restoration alternatives and also would have a substantial 
effect on the cost of most restoration strategies. This is the case because less inflow 
will create a smaller and shallower Sea thereby concentrating salts in the remaining 
waters.  This will leave less time to fully implement a restoration alternative that 
preserves the current ecosystem that depends on a fishery to sustain fish-eating bird 
populations.  To combat rapidly rising salinity, traditional methods of removing salts 
such as solar-pond or pipeline systems would have to be much larger under reduced 
inflow conditions than they would be under historical inflow conditions. 

Figure 2-2.  Visual Simulation of Red Hill Marina County Park in 2077 after QSA without 
Restoration, from IID Conservation and Transfer Project EIS (CH2M Hill, 2002).
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Figure 2-3.  Predicted Trend of Water Surface, Salinity, and Exposed Sediments at the Salton 
Sea with Anticipated Reductions due to QSA Water Transfers without Restoration. 
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In its 2003 status report on the Salton Sea Study, Interior estimated that the least 
expensive method to control salinity, on-land solar ponds, would have a present 
value of $820 million under an inflow scenario similar to what could be experienced 
with the QSA.  The solar ponds and salt disposal areas would require an area of 
about 70 square miles.  Under historic inflow conditions, the pond system could be 
less than half that size, and by scaling the cost would have a present value on the 
order of $400 million.   

Figure 2-4 illustrates how the cost of an on-land pond system would vary with inflow 
to the Sea.  Present value cost estimates were taken from Interior (2003) for an 
inflow of 1.0 million acre-feet/year (based on Interior’s Inflow Scenario 1) and 0.8 
million acre-feet/year (based on Interior’s Inflow Scenario 3).  The estimate of about 
$400 million for an inflow of 1.3 million acre-feet/year was extrapolated from those 
values. 

Another complication that results from reduced inflow is the exposure of sediment 
currently inundated by the Sea.  It is believed that the exposed sediment may be 
prone to being transported to the atmosphere by wind due to its fine grain sizes.  
This fine-grained material could increase airborne dust exposure to residents 
surrounding the Sea.  The potential for dust generation requires further study and 
regardless of who pays the bill, it is likely that air quality mitigation will be required 
and the associated costs will need to be accounted for somewhere.   

These and other factors result in less flexibility when developing restoration 
alternatives and higher costs as inflows to the Sea decrease. 

 

Estimate Cost of On-Land Pond Systems

200

600

1,000

1,400

0.80.911.11.21.3
Inflow (MAFY)

Pr
es

en
t V

al
ue

 C
os

t (
$M

)

 

Figure 2-4.  Estimated Cost of an On-Land Solar Pond System for 
Different Inflows, Derived from Interior (2003). 
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3.0 OVERVIEW OF RESTORATION OPTIONS 
Restoration options presented here have evolved through a process that has involved 
planning studies, engineering analysis, scientific oversight, and environmental 
reviews.  Some concepts discussed here date back to the 1960s and possibly earlier.  
As stated above, the amount of salt that would have to be removed from the Sea 
would depend on future inflows.  With reduced inflow, the Sea would begin to 
shrink and salts would be concentrated.  If the inflow continues to be reduced in the 
future, greater amounts of salt would need to be removed to meet project objectives. 

To address the rising salinity of the Sea, a surrogate outlet must be established.  
Three basic methods have been considered: 

• Pump water out of the Sea and discharge it to some remote location.  This could 
be accomplished by combinations of pipelines and canals to the ocean, the Gulf 
of California, or some other remote location. 

• Pump water out of the Sea and discharge it to local desalting plants or 
evaporation ponds, possibly in combination with mechanical processes that 
enhance the rate of evaporation.  This would require disposal of salt residues 
near or within impoundments in the Sea. 

• Divide the Sea so that one portion acts as a receptor for the discharge from 
another portion.  Through the construction of retention structures, salts would 
be allowed to concentrate in one area while salinity levels in the remaining area 
would be controlled. 

A myriad of alternatives have been identified over the years to provide one or 
another of those outlet scenarios, some of which also help control the elevation of 
the water surface of the Sea.  Many of the alternatives have been eliminated from 
consideration for various reasons; the ones discussed here were selected for review 
because they have been viewed as the most promising in the past or they have passed 
earlier screening analyses.  

The annual inflow of water to the Sea has typically contained about 4 million tons of 
salt.  Even if inflow to the Sea is reduced in the future, it is likely that conservation 
measures would serve to increase the salt concentration in the inflow such that the 
total annual salt load to the Sea would remain about the same.  Although the salt load 
is about 4 million tons per year, some salts precipitate as they enter the Sea and, 
therefore, the amount of salt accumulating in the body of water is somewhat less 
than 4 million tons per year. However, for planning purposes, it has been assumed 
that under stable inflow conditions, about 4 million tons per year of salt would need 
to be removed to stabilize salinity in the Sea.   
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During a transition period, when inflow would be decreasing, it has been assumed 
that a salinity control system would need to remove 4 million tons per year (to 
remove inflowing salt) plus an additional 4 to 8 million tons to avoid concentration 
of salt in the shrinking Sea.  Once inflow would stabilize, such that a steady-state 
elevation could be achieved, salt removal could be reduced to about 4 million tons of 
salt per year or less depending on the amount of salt precipitation that may occur.  

3.1 Pipelines and Canals 
Import/export pipelines would convey water from the Salton Sea to the Gulf of 
California and return water from the Gulf to the Sea as illustrated in Figure 3-1.  
Pumping water from the Sea removes salt laden water and thus reduces the amount 
of salt and salinity in the Sea.  Using other pipelines, water would then be pumped 
into the Sea to help maintain elevation. The water surface elevation of the Salton Sea 
would depend on a balance between water coming into the Sea and water leaving the 
Sea.  Natural inflow, precipitation, and import quantities would be balanced by 
evaporation and export quantities.  Likewise, salinity in the Sea would depend on the 
balance of salt coming in and salt going out.  This alternative has two options:  one 
would have pipelines to pump water in both directions, and another would use 
pipelines combined with channels. A pump out only alternative could include 
pumping out to a dry lake bed as shown in Figure 3-1.  It has been estimated that 
pump-in/pump-out scenarios could cost in the $10s of billions and would face 
significant permitting challenges due to the international issues involved in 
developing a project that crosses into the Federal Republic of Mexico. 

Figure 3-1.  Potential Pipeline Routes. 

Gulf of California 

Pacific 
Ocean 

Dry Lakebed 
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3.2 On-Land Solar Ponds and Enhanced Evaporation Systems 
On-land solar ponds would be constructed 
using standard construction procedures for 
earthen berms or embankments.  With the 
solar evaporation pond process, a series of 
shallow ponds would be constructed as 
shown in Figure 3-2.  Salt water would be 
pumped to the upper-most pond and flow 
by gravity through the system. Evaporation 
would cause the water to become saltier 
from pond to pond.  Concentrated brine 
from the final pond would be pumped to 
disposal ponds where crystallization would 
occur and residual salts would be disposed.  The pond systems could be made 
smaller by adding ground-based enhanced evaporation system (EES) units that 
operate similar to snowmaking equipment as illustrated in Figure 3-3.  A tower style 
enhanced evaporation system has also been considered.  

Since land-based systems would not reduce the 
evaporative surface of the Sea, but would require water 
withdrawals, they would tend to lower the elevation of the 
Sea by 5- to 10-feet below any reductions that occur 
because of reduced inflows.  Coupled with reduced inflow 
conditions, the Sea elevation could drop 30 feet below its 
current elevation during a transitional period and 
ultimately settle at an elevation 20 to 22 feet lower than 
the current level.  Salinity would also exceed 60,000 mg/L 
during part of the transition, and would take 20 to 25 
years until it returned to present levels (44,000 mg/L) or 
lower.  In addition, on-land systems would need to be 
very large.  Without enhanced evaporation units, on-land 

evaporation pond systems would need to occupy 60 or more square miles.   

For methods requiring on-land salt disposal, the disposal options would involve 
crystallizing salts in an impoundment.  Following concentration of salts through 
evaporative process or other processes, saturated brines would be conveyed to 
disposal ponds that would be constructed using earthen berms.  Salts would 
crystallize in the ponds forming a rock salt similar to pea gravel that would cause the 
bottom of the pond to rise over time.  As the pond bottom rises, berms containing 
the pond would have to also be raised.  After about 30 years, the height of the berms 
would be about 25 feet.  From the ground, the disposal facility would look like a 
large desert landfill.  Salt disposal modules on land and on flat terrain would be the 
least expensive salt disposal method.  Not all alternatives discussed below would 
require construction of disposal facilities. 

Figure 3-2. Sketch of On-Land 
Solar Pond System. 

Figure 3-3.  Sketch of Ground-
Based EES Units. 
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Impoundments, such as those for either the salt removal or disposal components of 
solar pond systems, have the potential for accumulation of contaminants.  A study 
(Tetra Tech, 2004) of constituent concentrations in solar pond pilot projects at the 
Salton Sea indicates that constituents including selenium will tend to concentrate in 
such ponds, particularly in those with the highest concentrations of salts.  This 
finding is contrary to results from locations such as Kesterson Reservoir and 
numerous evaporation ponds in California’s Central Valley where selenium was 
observed at the greatest concentrations in the initial few impoundments, probably 
due to high primary productivity.  Primary and secondary productivity were observed 
to be very low in the solar pond pilot project at the Salton Sea.  However, this study 
indicates that there could be some low-level ecological risks associated with 
concentration of constituents such as selenium in ponds with the highest salt 
concentrations. 

During the recent stages of alternative development, specific locations where 
facilities could be sited were not identified.  Instead, a siting analysis was conducted 
to identify areas that would be generally suitable for locating salt removal and 
disposal facilities. About 60 square miles of suitable area were identified for possible 
siting of facilities that would use enhanced evaporation salt removal methods, and 
more than 400 square miles were identified as suitable for on-land solar pond siting.  
More than 100 square miles were identified as suitable for on-land salt disposal. 

In its 2003 Status Report, Interior estimated that for the reduced inflow conditions 
evaluated, the present value cost for on-land ponds could be as much as $1.3 billion; 
and with enhanced evaporation systems, the present value costs could be as high as 
$2.4 billion. 

3.3 Desalination 
From a purely technical 
perspective, desalination of 
Salton Sea water has long 
been considered to be one of 
the most desirable strategies 
for controlling salinity in the 
Sea.  A photo simulation of a 
desalination plant is 
illustrated in Figure 3-4.  
Desalination offers the ability 
to remove salt, while 
removing very little water.  
The desalination technologies 
that have been evaluated in 
the past have been eliminated from further consideration because of the high cost of 

Figure 3-4. Representation of Desalination Plant. 
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energy associated with most processes.  Recently an evaporative technology emerged 
that would take advantage of waste steam from geothermal operations at the south 
end of the Sea.   

Applying desalination technologies would replace 70 to 80 percent or more of the 
feed water with fresh distilled water and would produce a concentrated brine stream 
of about 20 percent of the feed water. This fresh water could be returned to the Sea 
so that the process would have little effect on the elevation of the Sea or it could be 
sold to help pay for the restoration effort.  Returning fresh water to the Sea would 
help with salinity control and would also help maintain the water surface elevation.  
The Sea elevation would still decline as a result of reduced inflow, but not much 
from the desalination process. 

The brine concentrate, amounting to 20 or 30 percent of the feed-water flow, could 
be disposed of in one of three ways: (1) pumping the concentrate through a pipe into 
a suitable basin remote from the Sea for its evaporation over time, away from 
wildlife; (2) processing the brine through crystallizing evaporators to remove saleable 
sodium sulfate and other sulfates and injecting the sodium chloride and mixed salt 
residue into the geothermal aquifer, and (3) evaporating the brine to a salt residue 
using crystallizers and disposing the salt by landfill procedures.  The gypsum 
precipitate could be disposed of at an approved disposal facility or sold for other 
commercial uses. 

Interior (2003) estimated that an evaporative desalination system of the size needed 
at the Salton Sea would have a present value on the order of $1.2 to 1.5 billion.  This 
estimate includes only the desalination system and brine disposal and not any other 
elements of a total restoration program.  With this type of action, the Sea’s water 
surface elevation would still decline by about 20 feet under an inflow scenario that 
would be expected with the QSA in place.  Therefore, additional funds would need 
to be expended for control of dust and/or habitat enhancement in the roughly 100 
sq. mi. of bottom sediments that would be exposed.  

3.4 In-Sea Solar Evaporation Ponds 
This alternative would involve the 
construction of in-Sea solar pond 
systems with in-Sea salt disposal as 
illustrated in Figure 3-5.  The systems 
would operate similar to the on-land 
solar ponds discussed in Section 3.2 
above.  Salt water would be diverted by 
gravity flow or pumps through a series 
of ponds where salts would concentrate 
from evaporation until ultimately 
concentrated brine would be formed.  Figure 3-5. Sketch of In-Sea Solar Ponds. 
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The brine would be diverted to disposal ponds where salts would crystallize and 
build up over time.  An advantage of in-Sea systems over similar on-land systems is 
that they reduce the surface area of the Sea.  The surface reduction compensates for 
the water that is withdrawn.  Therefore, operation of in-Sea pond systems potentially 
would not affect the elevation of the Sea.  A second advantage is that on-land salt 
disposal areas would not be needed.  Eventually salt disposal areas within the Sea 
could possibly be capped and converted to islands or peninsulas and used for 
recreational purposes. 

Unfortunately, in-Sea construction would be much more expensive than 
construction on land.  In addition, the cost of in-Sea pond systems would go up 
under reduced inflow conditions.  Pond systems would need to be larger to remove 
more salt that would otherwise concentrate in the shrinking Sea.  For the reduced 
inflow conditions investigated by Interior (2003), they put the price tag of in-Sea 
pond systems at between $2 and $3.5 billion.   

In addition to the added size and cost of in-Sea pond systems with reduced inflow, 
there is a technical challenge.  Under an inflow scenario as expected with the QSA in 
place, the Sea would drop by about 18 feet.  Pond systems constructed in shallow 
water with today’s elevations, would be well above the new water line of a smaller 
Sea.  The surface area reduction benefit of constructing in-Sea would be eliminated 
and continued operation of the pond system would tend to further reduce the 
elevation of the Sea in that water would need to be pumped out of the Sea and into 
the pond system.  Under this scenario, the added cost of constructing within the Sea 
would help with elevation and salinity control during the transition phase, but would 
not result in a long-term benefit.  Alternatively, new ponds could be constructed 
within the smaller Sea, thus adding cost to the program. 

3.5 Replacement Water 
The salt removal systems discussed above do not function very well without 
replacement water.  Various sources of replacement water have been evaluated in the 
past to compensate for reduced inflows to the Sea. Three potential sources that have 
been considered in the past are discussed below.  These potential sources may not be 
available.  Even if available, they would likely not be able to provide reliable and 
sustainable water in sufficient quantities to make up for inflow reductions. 

Flood Flows.  One source of replacement water that has been considered previously 
is flood flows from the Colorado River (flows in excess of the amount of the 1944 
Treaty obligation to Mexico that cannot be used or stored within the U.S.). The 
quantity of these flood flows is expected to decrease over time as the storage and 
diversion capacity within the U.S. expands.  It is very unlikely that this expanded 
diversion or storage capacity would be available to provide additional water to the 
Salton Sea.  
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Central Arizona Salinity Interceptor Project (CASI).  Brine reject from the 
proposed CASI system was considered as a possible future source of water and 
included as part of some of the alternatives analyzed in the January 2000 Salton Sea 
EIS/EIR.  Subsequently, uncertainties associated with this potential source removed 
it from consideration.  However, if conditions change in the future, it could possibly 
be reconsidered. 

Plan for Desalting the Colorado River Aqueduct Proposed by the City of 
Brawley, CA.  The City of Brawley has proposed a plan to improve the quality of 
water flowing in the Colorado River Aqueduct.  The plan would involve construction 
of a desalination plant along the Aqueduct.  Reject water from the plant could be 
routed to the Salton Sea to help sustain the lake.  The latest estimates indicate that 
about 60,000 acre-feet/year could be available to the Sea at a salt concentration of 
about 10,000 mg/L.  There is uncertainty as to whether this project will be approved 
and funded for construction. 

Groundwater Sources.  Other sources of replacement water that have been studied 
include the use of brackish groundwater from the surrounding watershed. In the 
past, no cost-effective groundwater sources were identified.  However, recently the 
East Mesa area of the Imperial Valley has been investigated as a possible transitional 
source that could be useful during periods of changing inflows.  This potential 
source is also being investigated as a possible means of mitigation for the IID-San 
Diego Water Transfer Project. 

East Mesa represents the triangular area east of East Highline Canal (EHC), West of 
the Algodones Dunes, and north of the U.S. border.  Water quality for much of East 
Mesa is fairly good at 500 to 1000 mg/L TDS, but there is a large area with a TDS 
anomaly where the TDS levels are 2,500 mg/L or more.  Groundwater of such 
quality would not be suitable for drinking and would be of little value for most 
applications.  However, this quality of water would likely be acceptable as a source of 
import water for the Salton Sea. 

Preliminary analysis suggests that up to 75,000 acre-feet/year could be imported into 
the Salton Sea for a period of 10 to 12 years.  Depending on which part of the 
aquifer is tapped, conveyance distances could range from about 10 miles to nearly 50 
miles.  Preliminary cost estimates suggest that the present value cost of importing 
East Mesa area groundwater could range from $100 to $400 per acre-foot. 

Lawrence Livermore National Laboratory has been provided federal funding to 
conduct a groundwater study in Fiscal Year 2004.  This study may provide additional 
insight into groundwater storage capacity of aquifers surrounding the Sea.  However, 
based on the current knowledge of groundwater availability it is generally believed 
that the brackish groundwater available could help the Sea during a transitional 
period, but would not serve a long-term replacement for reductions in base flow plus 
an annual transfer of up to 300,000 acre-feet.   
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3.6 Brackish Water Impoundments 
The options discussed in 
Sections 3.1 through 3.4 have 
been considered for the 
Salton Sea in various reports 
over the past several decades. 
 As discussed above, these 
methods do not perform well 
under reduced inflow 
scenarios.  Therefore, in the 
early part of the present 
decade, other ideas began to 
emerge. 

In October 2001, the Pacific 
Institute proposed a solution 
to the problems at the Salton 
Sea that they suggested would 
provide environmental and 
recreational benefits at the 
Sea, but would not control 
salinity or preserve the fishery 
within the main body of the Sea itself.  The Pacific Institute for Studies in 
Development, Environment, and Security is an independent, non-profit center 
created in 1987 to conduct research and policy analysis in the areas of environment, 
sustainable development, and international security.  The proposal was posted on 
their website at http://www.pacinst.org/saltonsea. html.   

This proposal would involve placing treatment wetlands along the New and Alamo 
rivers and constructing dikes within the Sea near the north and south shores (Figure 
3-6) to capture inflows and stabilize the water surface elevation at –230 feet. Water 
above elevation –230 feet would flow via gravity through pipes in the dikes to the 
main body of the Sea. Such a gravity fed system requires a reduction in inflows. The 
impounded north and south shore areas would transition to brackish, estuarine 
conditions.  Actual salinity in these impounded areas would depend on several 
factors, including the volume and salinity of inflows (salinity of the Alamo and New 
rivers is currently about 2,900 mg/L) and the total volume of the impounded area.  

A detailed review of the proposal was conducted by the Salton Sea Science Office 
(2002).  The review was conducted by a group of nearly 30 scientists and engineers 
with diverse backgrounds in all aspects of the ecology of the Sea as well as the 
appropriate engineering disciplines to review the feasibility of the proposal.  The 
review included an assessment of the costs associated with the dikes and other 
aspects of the proposal.  The Pacific Institute estimated that the full proposal could 

Residual 

            Brine 

                     Pool 

Figure 3-6.  Impoundment Locations in 
Pacific Institute Proposal. 
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cost $400 million, based on cost factors from an earlier Salton Sea Restoration 
Project report; however, the more recent estimate of the present value of the full 
dike construction program would be over $1 billion.  This more recent estimate 
involves 45 miles of dike most of which would be constructed in 15 feet of water.   

The review also identified a number of ecological concerns related to the proposal.  
The following paragraphs are extracted from the Executive Summary of the Salton 
Sea Science Office (2002) review: 

The ecological and recreational values of the impoundments would be 
determined primarily by salinity and contaminant levels and the fact that they 
would represent only about 12 percent of the area of the present Sea.  As 
freshwater systems, they would quickly be colonized by large numbers of 
freshwater plants, invertebrates, and fish, with carp, tilapia, catfish, threadfin 
shad, and possibly largemouth bass dominating among the latter.  These fish 
would be much more heavily infested with parasites than are present Salton Sea 
fish.  As the impoundments would effectively be sluggish extensions of the 
rivers that feed them, they would have contaminant levels similar to those of 
the rivers. Selenium levels in impoundment waters would be roughly six times 
those in the present Sea. Fish and invertebrates in impoundments thus would 
be likely also to have much higher selenium concentrations than do fish and 
invertebrates of the present Salton Sea. These would pose significant increased 
risk to both sport fisherman and to fish- and invertebrate-eating birds, such as 
pelicans, grebes, ducks and shorebirds.  The fish-eating birds would have fewer 
but more contaminated fish available to them than they do now.  

Even after flowing through treatment wetlands, inflow waters would have 
higher concentrations of microbial pathogens than does the present Salton Sea. 
These would further inhibit or advise against various types of recreational use 
of the impoundments.  Dense aquatic and terrestrial vegetation would colonize 
possibly 50 miles of now barren shoreline within the impoundments.  This 
would serve as excellent habitat for certain birds but also for mosquitoes, 
including Culex tarsalis.   The latter is a known vector in the region of western 
equine encephalomyelitis, St. Louis encephalitis, and, potentially, West Nile 
encephalitis, as soon as that gets to California from eastern U.S.  The 9000 ac 
of treatment wetlands could also serve as major new mosquito-producing 
habitat and might also be sites of selenium concentration in the food web.  
Other biting insects (horseflies, biting midges) would also likely increase in 
abundance. 

The residual Salton Sea would soon go fishless as salinity rose.  The current 
aquatic invertebrate assemblage would also die out.  For some years afterward, 
high densities of brine shrimp, brine flies and water boatmen would be found 
here and serve to attract large numbers of invertebrate-eating waterbirds.  
However, with increasing salinity the production of even such salinity tolerant 
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species drops rapidly.  A residual Salton Sea at a salinity of 200 g/L would be 
as barren of birds as is most of The Great Salt Lake of Utah.  Selenium levels 
in these salinity tolerant invertebrates would also be much higher than those in 
invertebrates of the present Salton Sea. 

Though under the project proposed by the Pacific Institute the ecosystems in 
the region would initially continue to be as attractive to birdwatchers as the 
present ones, by most other criteria they probably would be less valuable for 
wildlife or human recreation and have negative economic repercussions for the 
region.  Fishing, boating, swimming, and camping at the Sea would be less 
attractive options than they are now.  Increased particulate matter air pollution 
would occur, might affect human health over a large region, and might affect 
agriculture as well. 

A second concept for freshwater impoundments was proposed by US Filter 
Corporation in 2002.  Under this concept, a dike would ring the Sea separating better 
quality water along the shoreline from hyper-saline water in the center.  US Filter’s 
proposal included a desalination plant at the north end of the Sea that would 
produce approximately 500,000 acre-feet/year of water with low salinity (< 150 
mg/L total dissolved solids).  This water would be transferred to urban water users 
via the Coachella Canal and the Colorado River Aqueduct.  The concentrate from 
the Reverse Osmosis (RO) plant would be returned to the central Sea. This concept 
is illustrated in Figure 3-7. 

A review of the US Filter proposal was conducted by Tetra Tech, Inc. (2003) in 
cooperation with the Salton Sea Science Office and a Citizens Advisory Committee.  
The review included an assessment of feasibility and cost.  US Filter estimated that 
the costs of dikes for this option would be about $600 million.  However, this 
estimate was based on cost factors from several years ago for dikes that were not 
designed to have differences in water surface elevation from one side to the other.  
In addition, US Filter estimated that the length of dikes would be about 80 miles.  
Current design concepts for impervious dikes that have differential water surfaces 
would be more costly.  In addition, the actual length of dikes along the shoreline 
would be 95 miles if constructed in 10 feet of water, and 92 miles if constructed in 
15 feet of water.  Therefore, estimates of the current dike costs alone for the US 
Filter Corporation proposal, without the treatment plant, are $1.9 billion if 
constructed in 10-feet of water and $2.6 billion if constructed in 15-feet of water. 

The review of the US Filter proposal also suggested that the shallow brackish water 
impoundments would have many of the ecological problems that would be 
associated with the Pacific Institute Proposal as discussed above in Section 3.6.  
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3.7 Multiple-Dike Proposals 
Over the years, a large variety of diking schemes have been proposed at the Salton 
Sea.  The 2000 EIS/EIR evaluated several alternatives that included diked 
impoundments.  Under constant inflow conditions, dikes would serve to isolate 
saltier water from less salty water, and the water surface in the main Sea and in the 
diked impoundment areas would be at almost the same elevation.  Under reduced 
inflows, dikes could be used in a different manner.  Under such conditions, dikes 
could be used to help maintain the Sea’s water surface at or near its current levels 
while the impounded areas would be dry or could be used for other purposes. 

In 2003, representatives of the consulting firm Black & Veatch made a series of 
presentations involving various configurations of dikes.  The proposals for stabilizing 
the Sea would utilize evaporation or brine ponds, created by dredging sand to create 
dikes that would be up to 1,000 ft wide.  An evaluation of the Black & Veatch 
proposals (Brownlie and Kirk, 2003) suggested that for the reduced inflows under 
consideration, areas surrounded by dikes would need to be as large as those shown in 
Figure 3-8.  The diked areas would provide an outlet for water to help lower salinity 
levels in the Sea. In addition, by reducing inflows into the Sea, a supply of 

Figure 3-7.  Sketch of US Filter Corporation Concept. 
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agricultural drainage water could be 
captured and treated at a proposed 
treatment plant, creating a water supply 
to be used for other purposes. These 
uses could include transfer to local 
water agencies or the Colorado River 
Aqueduct. Black & Veatch estimated 
that up to 400,000 acre-feet of 
transferred water could be produced 
under this concept. A shoreline canal 
would surround the dike system and 
evaporation/brine ponds to ensure 
continuity of the existing shoreline.  A 
goal of this concept would be to 
maintain a significant portion of the 
overall Sea and its existing shoreline.  

The Salton Sea Authority evaluated this 
concept (Brownlie and Kirk, 2003) and 
estimated the cost to range from $2.3 
to $5 billion to construct the project.  
Subsequent to the Black & Veatch 

proposal, a preliminary geotechnical investigation of Salton Sea sediments was 
conducted by the Salton Sea Authority (URS and Tetra Tech, 2004).  The 
investigation showed that bottom material consisted primarily of fine materials that 
may not be suitable to serve as hydraulically dredged and placed fill material for 
dikes.  The cost estimates quoted for the Black & Veatch proposal could be updated 
with the latest design information, but the cost would still be expected to be well in 
excess of $1 billion because of the significantly greater length and amount of 
material. 

3.8 Central Causeway Options 
The reviews of the dike concepts discussed in Sections 3.6 and 3.7, above, suggested 
that the use of dikes to create a smaller marine lake coupled with other uses of water 
were worthy of further consideration.  These considerations led to a concept that a 
causeway could be constructed across the central portion of the Sea to create a 
marine lake on one side and an area for habitat enhancement or other uses on the 
other side.   

Concepts similar to this had been considered and highly rated several years ago but 
had been eliminated from further consideration because of costs.  However, with the 
rising cost of other alternatives because of inflow reductions, this concept seemed 
worthy of renewed consideration and further development.  There are several ways 

Figure 3-8.  A Review of the Black & Veatch Concepts 
Suggested that the Area Needed to Achieve a Water 

Balance Would be Like the Gray Areas. 
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in which a central causeway could be used.  For example, a central causeway could be 
used to serve as a salt barrier with no elevation control.  Under such a scenario, the 
water level would be about the same on either side of the barrier, but one side could 
be maintained at ocean-like salinity while the salinity on the other side would 
continue to rise.  Over time, with the QSA in place, the water on both sides of the 
barrier would decrease to about 18 feet lower than the current level Sea. 

An alternative to the barrier concept discussed above, would be to build the 
causeway as an impoundment structure to maintain a managed lake level on one side 
and allow the water level on the other side to adjust according to inflows.  The 
Salton or North Lake concept illustrated in Figure 3-9 would follow this premise and 
utilize a mid-Sea impoundment to create a marine lake in the north and a variety of 
habitat and recreational features in the south.  The concept would also allow for the 
expansion of geothermal energy in the south, in an area that is now under water.   

The Salton or North Lake concept was presented to the Salton Sea Authority Board 
of Directors in early 2003.  The Board endorsed the concept as a highly promising 
solution to the problems at the Sea and authorized further development of the 
concept. Further discussion of the evolution and enhancement of this basic concept 
is provided later in this report. 

Figure 3-9.  Salton or North Lake Concept. 
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4.0 LOGICAL PROCESS FOR SCREENING ALTERNATIVES 
The various categories of alternatives for solving the problems at the Salton Sea can 
be reviewed through a logical sequence of decisions given the current and likely 
future conditions at the Sea.  The process begins by developing a series of questions 
which provide a roadmap through a sequence of decision points leading to a logical 
preferred project.  The questions and logical decision points are discussed below and 
diagramed in Figure 4-1.   

4.1 Would pump-in/pump-out systems work?   
Probably the largest and most critical issue for achieving a broad range of project 
objectives is the control of salinity.  This is a far-reaching concern that has 
implications for both the ecology and the economy and recreational value of the 
area.  Thus, probably the first logical question is: could we create an outlet to the 
Gulf of California or Pacific Ocean to remove salt and at the same time bring ocean 
water back in to help sustain the Sea?  From the perspective of those interested in 
preserving the Sea, export of salts to a distant location is very appealing.  In addition, 
a pipeline or pipelines combined with canals to the Gulf or Ocean would also offer 
the opportunity of developing a return line that would bring water with ocean-like 
salinity back into the Sea to help control the water surface elevation of the Sea.  
Pipelines for pumping water uphill from the Sea and the Gulf coupled with a canal 
system on the downslope side could also possibly provide a navigable waterway to 
the ocean. 

As appealing as the pipeline/canal approaches may seem to be on the surface, there 
are many drawbacks, including extremely high costs.  Ocean water is about 20 times 
more salty than the Sea’s current inflow.  To achieve a salt balance, and thereby 
control salinity, and also maintain the elevation of the Sea in a decreasing inflow 
environmental, massive amounts of water would have to be exchanged.  The 
Department of Interior’s 2003 Status Report estimated that pipeline or pipeline and 
canal systems to exchange water between the Salton Sea and the Gulf of California 
could cost anywhere from more than $10 billion to $40 billion depending on the 
system and the extent of inflow reductions.   

In addition to shear size and cost factors, the exchange of water with the Gulf or 
Ocean has other problems.  For example, exotic species from the Sea could be 
introduced into the Gulf and vise versa.  It is also possible that bacteria that create 
red tides in the ocean could be imported that would cause large fish mortality 
incidents in the Salton Sea.  In addition, there would be a number of logistical and 
international issues that would need to be addressed related to construction in a 
channel in Mexico to the Gulf of California.  Therefore, for the reasons discussed 
above, pump-in/pump-out systems are impractical.  If pump-in/pump-out systems 
are impractical, would simple pump-out systems work? 
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4.2 Would pump-out only systems work? 
The next question to be answered with respect to salt removal and disposal is: would 
systems that rely only on pumping salty water out of the Sea work without any 
pump-in features? A variety of pump-out systems have been investigated.  The main 
problem associated with any of these systems would be size.  Under historical inflow 
conditions, a pump-out system would need to be sized to remove about 5 million 
tons of salt each year to stabilize and gradually reduce salinity.  For the assumed 
inflow conditions under the QSA, the systems would need to remove 10 to 15 
million tons per year or more during the transitional period when the Sea is 
shrinking.  During at least part of the transition period, it is likely that salinities 
would be too high to support the current fish population; therefore, the fishery 
would need to be re-established in the future.  Eventually, after about 20 to 25 years, 
operation of any of the systems could be reduced to remove 4 to 5 million tons per 
year for long term maintenance of lower salinities.  Removal of large quantities of 
salt water would further reduce elevations of the Sea below what would occur with 
transfers only.  The Sea would drop in elevation to about 25 feet lower than its 
current level.    

Some specific features of the various pump-out approaches are discussed below. 

On-Land Solar Ponds or Solar Ponds with EES—The primary drawback to using 
on-land solar evaporation ponds would be the large areas of land that would be 
needed. It is estimated that the size of a multiple-pond system that could effectively 
manage salinity in the Sea is on the order of 60 square miles. This large an area 
presents unique challenges from acquisition and land ownership issues to the high 
cost of maintenance, volume of water displaced from the Sea and impacts to the 
fishery. The use of on-land solar evaporation ponds is estimated at around $1 billion. 
Enhanced evaporation systems (EES) could be added to reduce the land area 
required.  These systems use spray techniques to enhance natural solar evaporation.  
The Department of Interior (2003) estimated that with about 1,000 or more ground-
based spray units operating constantly, the area required for evaporation and disposal 
of salts would be reduced to about 20 square miles. However, there would be 
significant added cost as well as high on-going operating and energy costs.  The cost 
to construct, operate, and maintain this system for 30 years, expressed as a present 
value, is estimated at between $1.7 and $1.9 billion for the assumed inflow conditions 
under the QSA. 

Pump-Out to the Gulf of California, Pacific Ocean, or a Dry Lakebed—
Pipelines to far-away locations would avoid the in-basin land area requirements that 
would be associated with solar ponds and their disposal areas.  Functionally, they 
would affect the Sea in a manner similar to solar pond systems in that they would 
create an artificial outlet for the Sea and thereby remove salty water.  The capacity of 
a one-way pipeline would be about one-tenth that required by the export component 
of a pump-in/pump-out system.  This is because the large volumes of water needed
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Figure 4-1.  Logical Process for Screening Salton Sea Restoration Alternatives (Part 1 of 2). 
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Multiple dikes to create smaller marine lake? 
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Figure 4-1.  Logical Process for Screening Salton Sea Restoration Alternatives (Part 2 of 2). 
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to balance inflowing highly salty ocean water in a pump-in/pump-out system would 
not be needed.  However, pipelines to remote locations would still be expensive, 
with price tags likely in excess of $1 billion.  Energy and operating costs for pumping 
to dry lake beds or the Pacific Ocean would be high.  Pumping to the Gulf would 
have a lower energy requirement, but the international issues would need to be 
addressed. In addition, for all three options, there would still be serious 
environmental issues at the discharge points that would need to be addressed.   

Desalination with Sale of Product Water—The use of desalination technology has 
been evaluated as a means of controlling salinity. If the product water from a 
desalination system is sold to help pay for the project, from the Sea’s perspective, the 
system would function as any other pump-out method.  As discussed in Section 3, 
evaporative systems have been considered that would take advantage of waste steam 
from geothermal operations at the south end of the Sea.  However, even with an 
expensive source of energy, with reduced inflows and the current salinity burden in 
the Sea, an effective desalination system would need to be extremely large and would 
be very costly to operate and maintain. In addition, a large volume of brine would 
need to be disposed and disposal areas could occupy on the order of 10 square miles. 
The cost for a vertical tube evaporation system would likely exceed $1.4 billion. 

All Pump-Out Systems—To summarize, all pump-out systems would be expensive 
and, in all cases with the QSA, the Sea would drop in elevation to about 25 feet 
lower than its current level.  Inevitably, elevated salinity would occur during a 15 to 
20 year transitional period, and the fishery would likely be lost during this period and 
it would need to be re-established at some time in the future.  Given all the 
drawbacks of pump-out systems, it is logical to explore in-Sea systems or other 
projects that do not require export of water from the Sea.  

4.3 Would in-Sea ponds or systems that return water work? 
At least two systems have been investigated that would remove salts from the main 
body of the Sea, but would not remove much water: in-Sea shallow water solar 
ponds and desalination systems with return of the fresh water product to the Sea.  
Again, a significant problem associated with either of these systems would be size. 
For the assumed inflow conditions under the QSA, the systems would need to 
remove 10 to 12 million tons per year during the transitional period when the Sea is 
shrinking.  During at least part of the transition period, it is likely that salinities 
would be too high to support the current fish population; therefore, the fishery 
would need to be re-established in the future.  Eventually, after about 15 to 20 years, 
operation of any of the systems could be reduced to remove 4 to 5 million tons per 
year for long term maintenance of lower salinities.  Although these systems would 
not affect elevation of the Sea, there would still be a drop of 18 to 20 feet because of 
the inflow reductions.  
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Features of the various pump-out approaches are discussed in the following 
paragraphs. 

In-Sea Solar Pond Systems—Due to reduced inflows, in-Sea pond systems would 
need to occupy around 55 square miles within the Sea. Since in-Sea ponds would 
reduce the surface area of the main body of the Sea, the water removed would be 
balanced by a reduction in the evaporative from the main Sea and there would be no 
effect on elevation.  However, as discussed earlier, a drawback to in-Sea ponds is that 
the ponds would be stranded away from the Sea as it recedes under reduced inflow 
conditions thus requiring pumping or relocation of the ponds. The surface area 
reduction benefit of constructing in-Sea would be eliminated and continued 
operation of the pond system would tend to further reduce the elevation of the Sea 
in that water would need to be pumped out of the Sea and into the pond system.  
Cost to implement this approach has been estimated at over $2 billion.  The added 
cost of relocating ponds as the Sea recedes has not been considered in this estimate. 

Desalination with Return of Product Water to Sea—If the product water from a 
desalination system is returned to the Sea, salt could be removed without removing 
much water and the system would have little effect on the Sea’s water surface 
elevation.  The system could be perhaps 10 to 15 percent smaller than a system 
where the product water would be sold because the return water would provide 
some dilution effect.  However, the system would still be large and nearly as 
expensive as where product water would be sold as discussed above and in this case 
there would be no sale of water to offset the cost.  If brine from the process were 
disposed in in-Sea ponds, there would be no effect on elevation.  However, again the 
Sea would drop because of inflow reductions. 

Either System—Either in-Sea solar ponds or desalination systems would be 
effective under historical inflow conditions.  In addition, they could be designed at 
about 1/3 the size required with QSA inflows at about 1/3 the cost.  Therefore, they 
could be effective if replacement water were available to make-up for inflow 
reductions from the QSA transfers and other factors that may reduce inflow.  Nearly 
400,000 acre-feet/year would be needed.  Is replacement water available? 

4.4 Would pump-out or in-Sea systems work with replacement 
water?  
If a reliable source of water to replace the volume that will be transferred could be 
identified, then restoration planning could be simplified. The potential sources of 
replacement water are described below. 

Colorado River Flood Flows, CASI or Brawley Desalting Proposals, Brackish 
Groundwater—The use of Colorado River flood flows has been identified as a 
potential source of replacement water. Several limitations to this being a feasible 
solution include the highly uncertain nature of volume or frequency of flood flows in 
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excess of currently allocated water on the Lower Colorado River and whether these 
flows could be made available to the Sea over the long term. The use of flood flows 
for habitat enhancement along the Lower Colorado River is currently under 
consideration and this use may supercede uses for the Salton Sea. 

The use of brine reject streams from the proposed CASI system and the City of 
Brawley proposal for a desalting plant on the Colorado River Aqueduct have been 
considered in the past as a possible future source of water.  The project is in the 
planning stages and may not come on-line for another 10 to 20 years.  Uncertainties 
associated with this potential source removed it from consideration.   The Brawley 
proposal could supply 60,000 acre-feet/year at about 10,000 mg/L, but its 
implementation is also uncertain and this quantity of water would not compensate 
for the projected flow reductions. 

There is currently a study underway by Lawrence Livermore National Laboratory to 
evaluate the potential to use groundwater from the Imperial Valley Watershed as 
replacement water for the Salton Sea. However, based on currently available 
information, it is believed that this source of water could provide about 50,000 acre-
feet/year for about 10 years, and would not be sustainable over the long-term. Thus, 
while this water could be helpful for restoration efforts, this source of replacement 
water would not be a viable means of making some of the above mentioned 
technologies more feasible. 

Fallowing—Fallowing of farmland currently under production has been considered 
as a source of replacement water. Under this scenario, farmland that is currently 
under production would be taken out of production and the water normally used to 
irrigate the crops could be used as replacement water for the Salton Sea. This 
approach is expected to be used until on-farm conservation techniques are developed 
to such a degree as to achieve efficiencies approaching total land fallowing. 
Unfortunately, over the long term this approach has significant social and political 
challenges due to the resistance of local farmers to fallow even more land than is 
currently envisioned under the QSA. Large blocks of land would need to be taken 
out of production and would result in a loss of jobs and other socioeconomic 
impacts. It is highly unlikely given current conditions within the Imperial Valley that 
this approach could be implemented with certainty. 

General Availability of Replacement Water—It does not appear that replacement 
water is available in sufficient quantities to make up for inflow reductions.  
Therefore, since the available methods discussed above do not work well with 
reduced inflows, it is necessary to consider ways to create a smaller lake. 
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4.5 Would it make sense to create one or more smaller 
brackish water lakes?  
Two approaches to developing a smaller brackish water lake or lakes have been 
proposed…the Pacific Institute and US Filter concepts. While novel concepts, these 
proposals have significant drawbacks due to the reliance on brackish water systems 
as the primary habitat to sustain the ecosystem of the Sea, the negative effects of 
such a habitat in an arid desert environment, and the lost recreational and economic 
benefits from a large hyper-saline Sea. The US Filter concept first introduced the 
idea of desalinating water flowing into the Sea and to make this water available for 
transfer to other water users. The desalination concept is attractive because it creates 
a revenue stream that could be applied to restoration costs and could be 
incorporated into other restoration concepts.  The Pacific Institute and US Filter 
concepts are discussed below. 

Pacific Institute Proposal—The Pacific Institute proposal relies on creating 
brackish water impoundments at the north and south end of the Sea to utilize 
inflows from the main sources of water to the Sea (i.e., New, Alamo, and Whitewater 
Rivers). A group of more than a dozen scientist and engineers convened by the 
Salton Sea Science Office to review this proposal identified many serious concerns.  
The main body of the Sea would continue to increase in salinity eventually becoming 
hyper-saline and devoid of a viable fishery. This would result in loss of recreational 
opportunities for the vast majority of the Sea and would likely preclude economic 
development in communities surrounding the Sea. The impoundment of inflows to 
the Sea would create a brackish water habitat that would result in increased 
abundance of biting insects, parasites and pathogens, and an environment for 
selenium to concentrate at levels harmful to wildlife and humans. This would also 
significantly impact the sustainability and diversity of the fishery in the Sea. The 
resulting brackish water fishery would not resemble the current one and fish in the 
impoundments could pose health risks to humans and wildlife due to elevated 
selenium levels. Recent cost estimates are that this proposal would cost on the order 
of $1.2 billion. 

US Filter Proposal—As with the Pacific Institute proposal, the US Filter proposal 
would create a large brackish water environment; however, the US Filter proposal 
would create this habitat around the entire periphery of the Sea. The Salton Sea 
Authority commissioned a technical review of this proposal that was conducted in 
association with the Salton Sea Science Office and a Citizens Advisory Group. The 
technical review identified many of the same concerns related to the ecosystem, 
recreation, and the local economy that surfaced during the review of the Pacific 
Institute Proposal. 

The shallow brackish habitat would exacerbate the problems related to fish, bird, and 
human diseases associated with water borne parasites, contaminants, and 
mosquitoes. Because the brackish water ring around the Sea would be the primary 
habitat, the current food web would change to a fresh water web with algae as the 
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major food base. Extensive growth of vegetation would occur along the shoreline. 
Temperature ranges in the brackish water ring would be similar to the inflowing 
rivers, but more extreme than the current Sea. The average water depth in the 
brackish water ring would be on the order of 5 feet. There would be a loss of 
recreational and economic development potential due to the loss of the Sea as a 
hyper-saline water body. It has been estimated that this restoration alternative could 
cost between $1.9 and $2.6 billion. 

Brackish Water Lakes—The brackish-water-lake concepts considered above have 
serious drawbacks and also would be very expensive to implement.  Therefore, it is 
logical to explore methods to maintain a smaller marine lake. 

4.6 Could multiple dike configurations be used to create a 
smaller marine lake?  
In the past, most concepts involving dikes had involved construction of dikes as a 
means of controlling salinity.  Salty water would flow into the area surrounded by 
dikes and salts would concentrate through solar evaporation.  In most cases, there 
would be no elevation difference between the main Sea and the area behind the 
dikes.  As shown in Figure 3-6, the Salton Sea EIS/EIR (2000) also included 
alternatives that coupled dikes such as these with a displacement dike at the south 
end of the Sea.  The displacement dike would be used to reduce the evaporative 
surface area of the Sea to help maintain elevation under reduced inflow scenarios.  
The area behind such a dike would be dry. 

More recently, as discussed in Section 3.7, the consulting firm Black & Veatch 
proposed creating impoundments at various areas within the Sea to isolate and 
concentrate salt, thereby controlling salinity increases in the main body of the Sea. 
The size of the impoundments would be large, about 88,000 acres, and would require 
extensive dikes to contain the hyper-saline water. Because of the length of dikes 
required (34-51 miles) the costs associated with these dike configurations have been 
estimated at between $2.3 billion and $5 billion. The Black & Veatch concept also 
included desalination and water transfer components similar to the US Filter concept 
that are not included in these cost estimates.  In addition, Black & Veatch assumed 
that the dikes could be constructed by using fill material from hydraulic dredging 
operations.  Recent geotechnical information from the Salton Sea has shown that 
because of the fine material on the Sea bottom, this method may be impractical or at 
least more costly than previously anticipated. 

In addition to high price tags and feasibility concerns, multiple dike schemes would 
have another drawback.  They would not be sensitive to inflow reductions.  A multi-
billion dollar dike scheme could be designed for a certain inflow, but if the inflow 
was reduced in the future, additional dikes would be needed in the future to continue 
to stabilize elevation.  Given these concerns, it is then logical to investigate a simpler 
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configuration of a single structure across the middle of the Sea, that would be at 
most 8.5-miles long, compared to up to 51 miles for multiple-dike configurations. 

4.7 Would the use of a central dike to create a smaller lake 
work? 
Rather than creating extensive ring dikes within the Sea and the resulting high cost, a 
concept that bisects the Sea in half has been proposed. This concept relies on 
building a retention structure, barrier, or dike across the midsection of the Sea to 
separate hyper-saline and marine basins of the Sea from one another. The advantage 
of this concept is the reduction in distance needed to effectively separate these two 
basins. For example, if the structure is placed at the approximate midsection of the 
Sea where the west and east shorelines are nearest, the length of the barrier would be 
around 8.5 miles, and less if it is designed to work with the Sea at a lower elevation 
than the current situation. A major challenge to this concept is the feasibility of 
constructing a facility that is cost effective. The foundation conditions of the Sea 
have been investigated and found to be composed of a relatively thick layer of fine-
grained sediments that create an engineering design challenge. However, alternative 
designs of a mid-Sea facility are currently underway and based on preliminary 
engineering evaluations it is believed that a suitable structure could be constructed at 
a reasonable cost. 
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5.0 EVALUATION OF REASONABLE ALTERNATIVES 
The logical process for reviewing alternatives discussed in Chapter 4 led to the 
conclusion that alternatives that employ a central dike or retention structure are 
worthy of further investigation.  This chapter addresses how the individual 
components could be combined into alternatives.  It also provides an evaluation of 
those alternatives with respect to the program objectives. All of the alternatives 
discussed in this chapter would include a wide range of habitat and recreational 
features that would need to be part of a complete alternative.  Chapter 6 presents 
these features and how they would be integrated into the preferred alternative.   

5.1 Formulation of Reasonable Alternatives 
A smaller marine lake concept could be developed along one of two options using a 
central dike or retention structure: a marine lake in the north or a marine lake in the 
south. A logical location for dividing the Sea is an east-west orientation across central 
area of the lake.  Here, the distance between shorelines is the least and the water 
depth is 5 to 8 feet shallower than deepest portions of the north and south basins.  
The features and benefits of south and north marine lake concepts based on a 
dividing structure at this location are described briefly below.  There is also a choice 
about whether or not to control elevation. 

South marine lake—A marine lake in the south would have a maximum area on the 
order of 200 square miles and require an inflow of 980,000 acre feet per year to 
sustain it at current elevation (about -227 feet, msl).  The area would be smaller if the 
lake was to be maintained at a lower elevation. A southern marine lake would be 
consistent with current wildlife refuge boundaries. The southern marine lake would 
also take advantage of inflows from the New and Alamo Rivers such that rerouting 
or transporting these flows would not be necessary.  Concentrations of selenium and 
other contaminants in the sediments are highest in the northern half of the Sea.  
Allowing portions of this basin to recede would expose the sediments creating the 
potential for human health and wildlife impacts. 

North marine lake—A marine lake in the northern portion of the Sea would be on 
the order of 140 square miles and require an inflow of around 800,000 acre feet per 
year. A marine lake in the north would reduce the concern over selenium sediment 
effects by effectively capping the sediments with the marine lake. There are also 
established communities in the northern portion of the Sea such as Desert Shores, 
Salton City, and North Shore that would benefit from a restored Sea. These 
communities would likely experience renewed economic development such as 
commercial, recreational, and residential developments. The Torres Martinez Tribe 
would also benefit from a restored Sea and could implement various economic and 
natural resource projects. The exposure of the shoreline in the south would allow 
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geothermal exploration and development of the known geothermal resources in this 
area.  

Elevation control—The next issue to be addressed is whether or not to control the 
water elevation in the marine lake, and if so, what approach to use. A barrier could 
be used with no elevation control. A retention structure could be used that maintains 
elevation at current levels. Or, a retention structure could be used that takes 
advantage of a reduced water surface level. 

Given the above considerations, four alternative configurations have been identified 
for evaluation: 

• South Marine Lake without Elevation Control—The simplest 
configuration would be to construct a central barrier and allow the New and 
Alamo rivers to flow into the south basin and create a marine lake with 
hyper-saline conditions in the north. 

• South Marine Lake with Elevation Control—This configuration would be 
similar to the previous alternative, except that the central barrier would need 
to be taller and more robust to impound water in the south and create a 
higher water surface than in the north. 

• North Marine Lake with Elevation Control— This concept would be 
similar to the previous alternative with the north-south configuration 
reversed.  In this case, the New and Alamo rivers would need to be extended 
to the north to provide freshwater inflows to control salinity in the north 
basin. 

• No Marine Lake—This alternative is considered in case a mid-Sea barrier 
or impoundment structure proves to be infeasible or too costly.  It would 
include wetland and habitat restoration elements to achieve as many 
objectives as possible without maintaining a large lake with a marine fishery. 

South Marine Lake Without Elevation Control:  
Example Configuration 
As an example, a preliminary configuration for the first alternative listed above is 
illustrated in Figure 5-1 and discussed here.  This alternative would involve 
construction of a low barrier across the middle of the Sea, thus creating two distinct 
bodies of water. The South portion of the Sea could be maintained at ocean-like 
salinities (35,000 mg/L), as it would be fed directly from the New and Alamo Rivers. 
The north portion of the Sea would become hyper-saline. Precise salinity levels could 
be maintained in the south by allowing some backflow of hyper-saline water from 
the north.  There would be minimum elevation difference between the two bodies of 
water, but their habitat characteristics would be different. 
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 Figure 5-1.  Possible Configuration for the South Lake without Elevation Control. 
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There would be several kinds of constructed habitats associated with this alternative. 
The canal on the east side of the Sea would deliver water to saltgrass and waterfowl 
habitats, and would also supply a recreational pool at Bombay Beach. The canal on 
the west side, which would consist of fresh water blended with Sea water pumped 
from the South portion of the Sea, would supply additional saltgrass and waterfowl 
habitat areas. It would also provide water for a recreational pool at Salton City. The 
west canal could double as pupfish connectivity habitat as well. Additional flooded 
saltgrass stands would be present at the north, provided with water blended from the 
west transmission canal and water from the Whitewater River. Saline waterfowl 
habitat at the north end would be supplied from the same blended water, arriving in 
the canals from both the east and the west. The outflow from all habitat types would 
be used to create solar salt concentrators and crystallizers downslope of the saline 
habitats.  

This example alternative includes freshwater habitat in the forebays only, with short 
lengths of freshwater canals. There would be at least three pump stations required. 
One would be north of the Alamo River to supply the canals flowing north to 
Bombay Beach and south to the saltgrass and waterfowl habitats. A blending station 
would be required at both the New and Alamo Rivers to blend saline and river 
waters for the canals. Another pump would be at Niland, to augment flows to the 
north end of the Sea. The third would be near Salton City, to provide additional 
water to the canal and recreational pool on the west shore. A low mid-Sea barrier 
would also be required. 

Similar examples can be developed for the other alternatives.  Examples of how 
habitat areas could be developed for other alternatives are provided in Appendix A 
to be supplied (TBS). 
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5.2 Evaluation of Reasonable Alternatives  

The four reasonable alternatives discussed above were evaluated against the current 
program objectives presented in Chapter 1.  For each objective, the alternatives were 
ranked on the basis of best judgment as to how they would perform under inflows 
that would be expected with the QSA in place.  
Finally, an overall composite ranking was 
developed.  Each of the objectives and the 
rankings are discussed below.  As discussed in 
Chapter 1, the current objectives were derived 
from the goals identified in the Salton Sea 
Reclamation Act of 1998 as shown in Table 1-1 of 
Chapter 1.  

Preserve the Sea as a Repository for  
Agricultural Runoff  
The continued use of the Salton Sea as a repository for agricultural drainage is a 
fundamental component of the Salton Sea Restoration Project.  All alternatives 
would preserve the Sea as an agricultural drainage repository.  All alternatives are 
considered equal with respect to this objective, and therefore, all have been assigned 
a ranking of 1. 

Provide Large Marine Lake with  
Stable Elevation 
The South Marine Lake with Elevation Control is ranked slightly higher than the 
North Lake with Elevation Control because it would be 42 square miles larger. 
Elevation stability would be essentially the same for those two alternatives as the 
elevation control afforded by a mid-Sea barrier and other facilities would allow for 
management of Sea surface levels. Conversely, the South Marine Lake without 
Elevation Control is ranked third because of the lack of the ability to manage Sea 
surface level. The No Marine Lake scenario scores fourth because it would not meet 
either of the objectives of a large marine lake or provide any mechanism for 
stabilizing elevation. 

Improve Water Quality: Salinity  
With the exception of the No Marine Lake scenario, all of the remaining alternatives 
perform equally well with respect to salinity control. The South Marine Lake without 
Elevation Control achieves salinity control through the use of a permeable barrier 
that distributes higher saline water to the northern basin while taking advantage of 
the relatively fresh water entering the Sea through the New and Alamo Rivers. The 
South Marine Lake with Elevation Control and North Lake with Elevation Control 
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likewise control salinity through the use of a mid-Sea barrier that uses either a north 
or south saline basin as a repository for salinity control.  

Improve Water Quality:  
Nutrients/Other Constituents   

The North Marine Lake with Elevation Control 
scores the highest with regard to achieving water 
quality objectives because it would employ water 
treatment wetlands and settling basins to reduce 
the input of nutrients into the Sea. This alternative 
would also act as a cap of the higher concentrations 
of selenium in the sediments of the Sea, thereby 
effectively reducing the potential for human and 
wildlife contact with this substance. The South 
Marine Lake without Elevation Control and South Marine Lake with Elevation 
Control score equally as well for this objective because they can make use of the 
same nutrient reduction techniques as the North Marine Lake with Elevation 
Control alternative. However, both of these alternatives would allow the exposure of 
sediments in the northern basin that contain higher concentrations of selenium 
(Figure 5-2) and other contaminants than in the southern basin. Although the No 
Marine Lake alternative would include source control measures similar to other 
alternatives, it would not provide an outlet for nutrients or other constituents and 
has therefore received the lowest ranking. 

Maintain and Improve Habitat 
The North Marine Lake with Elevation Control performs better than the other three 
alternatives in this category because it allows the continued use of the southern 
portion of the Sea for wildlife habitat. This alternative incorporates the use of 
shallow water habitat through a series of ponds that take advantage of inflows from 
the New and Alamo Rivers as well as the ability to blend saline water from the 
northern basin. This results in the greatest amount of flexibility among the 
alternatives to manage shallow water and wetland habitats. In addition, sediments in 
the north basin that have the highest levels of selenium (Figure 5-2) would continue 
to be covered by a deep-water lake that would isolate them from access by birds and 
other biota.  

The South Marine Lake with Elevation Control functions similarly to the North Lake 
with Elevation Control, except the habitat is managed in the northern portion of the 
Sea and takes advantage of flows from the Whitewater River. However, the habitat 
created is not as extensive as in the south due to the reduced inflow from the 
Whitewater River as compared to the New and Alamo Rivers. In addition, selenium 
in the sediments of the north basin would be exposed.  Therefore, this alternative is 
ranked second. 
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The South Lake without Elevation Control is ranked third.  Without a head 
differential between basins, it would not be possible to use gravity flow from the 
marine lake to fill shallow water saline habitat areas.  In addition, with an elevation 
drop of about 20 feet, sediments with higher selenium levels would be exposed 
around the perimeter of the north basin. 

The No Marine Lake alternative is the worst performing alternative for this objective 
because the salinity in the Sea would reach a level where the fishery would be 
unsustainable resulting in the loss of a food source for fish-eating birds and no 
shallow-water shoreline habitat with any functional value. 
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Figure 5-2.  Selenium Levels in Salton Sea Sediments. 
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Time to Achieve Water Quality and 
Habitat Objectives  
The South Marine Lake with Elevation Control is 
ranked slightly higher than the North Lake with 
Elevation Control because with direct flows into 
the south lake, it is estimated that water quality 
objectives could be achieved earlier upon closure 
of the lake. This conclusion is based on the 
assumption that the same design elevation is 
included for either alternative. The South Marine 
Lake without Elevation Control is ranked third because it is assumed that the central 
barrier would not be completed until a nearly stable elevation is achieved, which 
could be twenty or more years in the future. The No Marine Lake scenario scores 
fourth because it would not achieve water quality and habitat objectives.  

Respond to Inflow Changes 
The No Marine Lake alternative would perform the best for this objective because 
inflow would have relatively no affect on the hyper-saline lake, there would be little if 
any recreational uses, and no structures would be affected. The South Marine Lake 
without Elevation Control is the next best performing alternative because elevation 
would be the same in the two basins and could fluctuate depending on inflow 
scenarios with relatively little impact on the structures associated with this alternative. 
The North Lake with Elevation Control is ranked third because inflows would 
impact the water available for dust control and shallow water habitat development 
and management. The South Marine Lake with Elevation Control is ranked last 
because of the larger size of the marine lake in the south than for the North Lake 
alternative. Less inflow, therefore, would have a greater impact on the functioning of 
this alternative. 

Increase Recreational and Economic 
Potential 
The North Marine Lake with Elevation Control scores highest for this objective due 
to the improvement to recreational opportunities that would be available to the 
communities surrounding the northern basin. Marinas and other boating facilities in 
and around Salton City, Bombay Beach, Desert Shores, and North Shore would 
experience a renaissance due to the improved water quality and shoreline 
stabilization of this alternative. Additionally, these communities could experience 
significant economic development potential due to the linkage to the rapidly 
expanding southern Coachella Valley communities. As an added benefit, additional 
geothermal resources could be exploited in the southern portion of the Sea due to 
the exposure of areas of known geothermal potential adjacent to existing developed 
geothermal areas. Farmland in the south could also be reclaimed under this 
alternative.  
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The South Marine Lake with Elevation Control alternative, ranked second, would 
provide for increased recreational opportunities due to the improvement to the water 
quality and stabilization of the shoreline. Recreation associated with the Sonny Bono 
Wildlife Refuge and Imperial Wildlife Area would be improved as well as duck 
hunting that occurs in this area. However, existing marinas and other boating 
facilities are not as prevalent in the southern portion of the Sea as in the north and 
these recreational opportunities would not benefit as much as with the North Lake 
with Elevation Control.  

The South Lake without Elevation Control, ranked third, would not perform as well 
as the two previously discussed alternatives because the northern basin would be 
saline and would not support a viable fishery or be attractive for recreational uses. 
However, the southern portion of the Sea could experience similar recreational 
benefits as the South Marine Lake with Elevation Control alternative.  

The No Marine Lake alternative would not achieve these objectives because the Sea 
would eventually become hyper-saline and would not support a viable fishery or fish-
eating bird populations. There would be little if any incentive to use the Sea for 
recreational purposes if this alternative is implemented.  

Address Air Quality (PM10) Concerns 
The South Lake with Elevation Control and North 
Lake with Elevation Control alternatives both 
score the highest for this objective. This is due to 
the ability to distribute saline or brackish water 
over exposed areas in the north and south basins, 
respectively. Conveyance canals incorporated into 
these alternatives would allow for gravity flow of 
water from the higher elevation marine lake over 
large areas that would not be inundated by a 
marine lake. These alternatives also allow the creation of salt crust over the exposed 
sediments thereby reducing the likelihood of fine-grained sediments being exposed 
to wind dispersion. This would reduce or eliminate exposed sediments that could 
provide a source of fine particulate matter and become windborne during high wind 
conditions. The South Marine Lake without Elevation Control and No Marine Lake 
both perform poorly against this objective because of the lack of flexibility to 
disperse water over large areas of exposed Sea sediments. This is due in part to the 
higher elevation of the exposed sediments relative to the reduced elevation of the Sea 
for these alternatives making distribution of water over these areas more difficult. 
For these alternatives, salt water or brine would have to be pumped to higher 
elevation to provide a mechanism to create salt crusts over the exposed sediments. 
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Provide High Safety Rating/Low Risk of 
Failure 
The No Marine Lake alternative performs best 
against this objective because there is no structure 
that has the potential to fail during a seismic event. 
The South Marine Lake without Elevation Control 
alternative is the next best performing alternative 
because water elevation in the two basins is 
maintained at the same level. Consequently, even 
under catastrophic failure conditions where the 
barrier is breached, no change to shoreline water elevations would occur. The South 
Marine Lake with Elevation Control and North Lake with Elevation Control both 
perform equally for this objective. In the event of catastrophic failure of the 
impoundment structure, the water behind the barrier would flow into the opposite 
basin until equilibrium is reached. If recreational users or others are in the vicinity of 
the basin being inundated they could become flooded by the flow of water 
emanating from the upstream basin. Thus, even though there is a low risk of failure 
of the impoundment structure for these alternatives, the potential outcome is such 
that these alternatives score last compared to the other two. 

Overcome Institutional Barriers/Public 
Acceptance 
The North Lake with Elevation Control alternative is ranked first for this objective 
due to a number of factors that make it superior to the others under consideration. 
For example, this alternative has the support of many local influential community 
organizations as well as local government agencies. The local Congressional 
Representative also has endorsed this concept. Additionally, there are many features 
of this alternative such as the economic and recreational development potential that 
provide an added benefit to the local community, thereby increasing the acceptability 
and support from the community for the alternative. The South Lake with Elevation 
Control is the next best performing alternative because it includes many of the 
elements of the North Lake alternative. However, it does not afford the economic 
and recreational benefits in the northern portion of the Sea where these benefits 
would likely be more advantageous to economic growth. The South Marine Lake 
without Elevation Control is the next best performing alternative and has similar 
characteristics compared to the South Lake with Elevation Control except that the 
northern basin is a hyper-saline lake that would not afford much if any benefit for 
economic or recreational purposes. The No Marine Lake alternative is the worst 
performing alternative because it results in a large hyper-saline lake with little if any 
ecologic, economic, or recreational potential. It is highly unlikely that the local 
community, regional, state, or federal agencies would support this alternative. 
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Reasonable Cost/High Probability of 
Financing 
The No Marine Lake has the lowest cost to 
construct and maintain of the four alternatives 
under consideration. Although the North Lake 
with Elevation Control alternative is the most 
costly to build and maintain, there is a higher 
likelihood of this alternative being financed due to 
the significantly greater benefits that would occur. 
Government and private financing would be more 
likely for this alternative because there is a higher degree of public support and the 
potential for economic development greater than for the other alternatives under 
consideration. In addition, the Salton Sea Authority is investigating creating an 
Infrastructure Finance District or similar means to generate tax revenue to assist with 
financing of the project.  The South Marine Lake without Elevation Control is the 
next best ranked alternative because of the slightly lower cost involved in 
constructing and maintaining the Sea. However, the economic benefits are lower and 
consequently financing likelihood lower as well. The South Lake with Elevation 
Control alternative is the least likely to receive favorable financing because the cost 
to build and maintain it would be similar to the North Lake alternative but with 
significantly fewer economic benefits. 

5.3 Evaluation Summary 
The ranking of restoration alternatives carried out in this study is summarized in 
Table 5-1.  Table 5-1 also shows: (1) an average ranking score calculated by taking a 
simple average of the rank values for each of the objectives; (2) the number of top 
rankings; (3) the number of lowest rankings; and (4) the overall average ranking 
based on the three previous statistics.  Figure 5-3 illustrates the number of highest 
rankings for each alternative.  Figure 5-4 illustrates the number of lowest rankings 
for each alternative.  Figure 5-5 illustrates the overall ranking of the three 
alternatives.   

Based on the data presented here, the North Lake with Elevation Control alternative 
received the top ranking and is recommended for consideration as the preferred 
restoration strategy for the Salton Sea. 
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Preserve Sea as Repository for Agricultural Runoff 1 1 1 1
Provide Large Marine Lake with Stable Elevation 3 1 2 4
Improve Water Quality: Salinity 1 1 1 4
Improve Water Quality: Nutrients/Other Constituents 2 2 1 4
Maintain and Improve Habitat 3 2 1 4
Time to Achieve Water Quality and Habitat Objectives 3 1 2 4
Respond to Inflow Changes 2 4 3 1
Increase Recreational and Economic Potential 3 2 1 4
Address Air Quality (PM10) Concerns 3 1 1 3
Provide High Safety Rating/Low Risk of Failure 2 3 3 1
Overcome Institutional Barriers/Public Acceptance 3 2 1 4
Reasonable Cost/High Probability of Financing 3 4 2 1
Average Score 2.4 2.0 1.6 2.9
Number of Top Rankings 2 5 7 4
Number of Lowest Rankings 1 3 1 8
Overall Ranking 3 2 1 4

Restoration Alternative

 

Number of Highest Rankings

2

5

7

4

South Marine Lake wo
Elevation Control

South Marine Lake w
Elevation Control

North Marine Lake w
Elevation Control

No Marine Lake

Restoration Alternative

North Marine Lake with Elevation Control 
ranked first for 7 out of 12 objectives

Figure 5-3.  Number of Highest Rankings for Each Alternative. 

Table 5-1.  Evaluation of Restoration Options 
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Number Lowest Rankings

1
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South Marine Lake wo
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Elevation Control

No Marine Lake

Restoration Alternative

North Marine Lake with Elevation Control 
ranked last for only one objective
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Figure 5-4.  Number of Lowest Rankings for Each Alternative. 

Figure 5-5.  Overall Ranking of Alternatives. 
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6.0 THE PREFERRED PROJECT: A VISION FOR THE FUTURE 
Starting with the north lake concept and adding other features, a preferred project 
emerges that has the potential to create outstanding opportunities for the Imperial 
and Coachella valleys. This vision of the future combines a healthier and more stable 
marine lake that has lower salinity with a variety of ecological and recreational 
features.  It also includes measures to mitigate potential air quality degradation that 
may be associated with sediments exposed by declining lake levels that result from 
decreases in inflow. 

The concept is illustrated in Figure 6-1.  
Features of the plan, preliminary cost 
estimates, lake elevations, performance, 
phasing of the project, and implementation 
of the plan are discussed in this chapter.   

6.1 Features 
Features of the preferred project concept 
are discussed below. 

The Main Lake 
The main lake (Figure 6-2) would be a 
marine lake with ocean-like salinity with an 
area of about 85,000 to 95,000 acres.  It 
would be California’s second largest lake, 
behind Lake Tahoe.   It would be capable 
of supporting a marine sport fishery that 
would also provide a food source for the 
millions of fish eating birds that use the 
Salton Sea as a stopover point along the 
Pacific Flyway.  The main lake could be 
controlled at an elevation lower than the 
current elevation which would help reduce 
the cost of the mid-Sea causeway.  Access 
to communities would be provided by 
dredging channels to local communities 
which would also create islands and 
peninsulas that would have new recreation 
and development opportunities.  

Habitat and Recreational Features 

Figure 6-1 illustrates the wide range of 
habitat and recreational features that 
could be included as part of the vision of 
the future for the Salton Sea ecosystem. 
 The features of the preferred project 
are conceptual.  Some features have 
been developed in more detail, such as 
the central causeway/retention 
structure. Technical reports are 
underway to further describe the 
causeway and other features, such as 
the shallow water habitat.   Many other 
features, such as fresh water 
recreational lakes and wetlands, are 
under review by a recently established 
Outdoor Recreation Task Force.    

The Recreational Task Force includes 
representatives of recreational groups, 
cities and other organizations, primarily 
from the north end of the Imperial 
Valley. During initial meetings of the 
Task Force, the members voiced 
support for many elements of the 
preferred project but suggested aspects 
such as expansion of farmland into 
newly exposed areas and areas for off 
highway vehicle use that may not be 
practical.  The Task Force is expected 
to make its recommendations within the 
next 60 days.   Figure ES-1 and 
associated elements of the potential 
preferred project will be modified as the 
Task Force and others provide input. 
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Access to Deep-Water Fishery 
In order to provide recreational opportunities with a smaller marine lake, access to 
the Sea would need to be maintained.  If the elevation of the marine lake would be 
lower than the current Sea elevation, access could be provided by dredging to the 
existing seaside communities.  Although not recommended, if the lake elevation is 
decreased significantly, dredging channels through the Sea-bottom areas exposed by 
lower lake levels could also create islands and peninsulas that would have additional 
recreational value.  Access would also be enhanced by rehabilitation or expansion of 
existing marinas or creation of new marinas.  Dredging could also create and 
enhance perimeter development and also could create development opportunities on 
Torres Martinez land (Figure 6-3).  

 

Figure 6-2.  Artistic Rendering of Lake Overlook Scenic Point. 
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Figure 6-1.  Preferred Alternative Concept Plan for the Salton Sea Area. 
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Water Quality 
A number of measures would be undertaken to address water quality concerns to 
ensure that water quality in the main lake is significantly improved over current 
conditions.  These measures are as follows:   

• Created wetlands and sedimentation basins—Created wetlands and 
sedimentation basins would be installed to help remove fine sediments and 
nutrients from the waters that flow into the main lake (Figure 6-4).  Locations of 
wetland habitats and sedimentation basins include areas along the New and 
Alamo rivers, extensions of those rivers that may be associated with the creation 
of a smaller marine lake, and areas near the mouth of the Whitewater River.  In 
addition to having benefits for water quality, created wetland areas would provide 
a variety of habitats for birds as well as recreational opportunities for hunting, 
bird watching, and possibly fishing.  Wetlands could also be designed to preserve 
snag habitat used by wildlife in the northern and other portions of the Sea.   
 
Reducing eutrophic conditions of the Salton Sea by reducing nutrients flowing 
into the Sea is a central project objective.   Wetlands have been built through the 
efforts of the Citizen Congressional Task Force on the New River in the New 
and Alamo river drainages to, in part, improve water quality.    They improve the 

Figure 6-3.  Artistic Rendering Peninsula/Resort Concept. 
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turbidity of the water and its nutrient load.   While improving turbidity is not the 
direct objective, reducing suspended sediments in the water column reduces the 
phosphorous and potential contaminants that are absorbed to those sediment 
particles.   

There continues to be some debate about the value of wetlands along the New 
and Alamo rivers.  Some scientists have expressed concerns that while wetlands 
do improve water quality downstream, contaminants, such as selenium could 
become trapped in the wetlands and create biological problems for resident and 
migratory birds.   Limited data is available at this time to indicate that the 
wetlands are contaminant traps and more study is underway and necessary.   
Sedimentation basins and wetlands would need to be designed carefully to 
minimize contact between wildlife and selenium and other constituents. 

The Salton Sea Authority has sponsored pilot projects to test other mechanisms 
to reduce nutrients flowing into the Sea, including use of biological processes 
upstream (concentrated ponds of algae and fish) and is in the process of 
evaluating chemical treatment through polyacrlymides (PAMs).  These biological 
and chemical treatments do show early signs of promise.  Notably, some farmers 

Figure 6-4.  Pilot Wetland Project. 
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are already utilizing PAMs to reduce sediments flowing in their tail water.    As 
the Regional Water Quality Control Board recently noted (memo to Tom Kirk 
from Doug Wylie, March 23, 2004), total suspended solids (TSS) concentration 
in the Alamo River last year was 280 mg/L, significantly less than the 1980-2000 
average concentration of 377 mg/L.  As Mr. Wylie notes, this implies some 
success by farmers in the Imperial Valley in implementing agricultural 
management practices.    

The Wylie memo indicates that the current wetlands along the New and Alamo 
rivers reduce total suspended solids by 93 percent from the waters flowing 
through the wetlands.   Using the first two years of data for the New River 
Wetlands project referenced in the Wylie memo, the wetlands have a 40-50% 
total phosphorous efficiency.   It is expected that this phosphorous efficiency will 
decrease as the wetlands are fully established due to the saturation of nutrient 
uptake by the vegetation.  In addition, nutrient removal is less efficient as 
nutrient loads are decreased upstream. 

A new wastewater treatment plant in Mexicali is expected to remove about 10% 
of total phosphorous from the loading to the Salton Sea when fully operational, 
according to the EPA (2003).  Additionally, extending the rivers another 
approximately 21 miles each in the proposed plan will likely slow water velocities, 
dropping out additional solids along the way.  

Total Maximum Daily Load Program (TMDL)—As mentioned briefly in 
Chapter 2, the TMDL program is being implemented by the Regional Water 
Quality Control Board to provide a long-term reduction in key constituents in 
waters that flow into the Sea.  Congress, through the Clean Water Act (CWA), 
established the legal requirement that states list and rank impaired waterbodies, 
and that TMDLs be established for constituents that are causing impairment, in 
accordance with the priority ranking.  The Salton Sea watershed has been 
identified as a priority watershed for the TMDL program.   
 
The Colorado River Basin Regional Water Quality Control Board (RWQCB) in 
California is currently in the process of establishing TMDLs for these waters.  
The long-term goal of the TMDL process is to improve the quality of water 
flowing into the Sea.  The sediment/silt TMDLs are now in-place for the New 
and Alamo rivers and will soon be implemented for some of the agricultural 
drains.  Implementation of the Alamo River and New River silt TMDLs is 
expected to reduce total suspended solids to 200 mg/L in both rivers by 2015.   
 
The process for implementing TMDLs for nutrients is nearly complete.  While 
sedimentation basins and improvements in Mexico could reduce phosphorous 
loads to the Sea, opportunities for additional wetlands could reduce nutrient 
loading even more.  Steps are underway to design a nutrient TMDL by the 
Regional Water Quality Control Board.  Implementation of such a TMDL would 
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Figure 6-6.  Artistic Rendering Shallow Habitat Area. 

further reduce nutrient inputs to the system, but no estimates are available yet as 
to its likely effect on the Sea. 

Smaller Recreational Lakes 
Smaller recreational lakes could include a 
fresh/brackish water lake near Red Hill 
Marina (Figure 6-5) that could provide 
recreational opportunities for boating and 
water skiing in Imperial County.  In 
addition, other lakes could include one 
near Red Hill Marina.  During the 
transition period prior to closure of the 
north marine lake, these smaller lakes 
could possibly be operated as salt water 
lakes with managed salinity to act as fish 
refugios to sustain the marine fish breeding 
stock until the north lake salinity targets 
are achieved. 

The Causeway 
The causeway would be between 7 and 8.5 miles long depending on the elevation of 
the main lake.  It would offer a convenient and time saving means to travel from one 
side of the Sea to the other, and could also offer shoreline access for people, fishing 
opportunities, and habitat for fish and birds. 

Shallow Brackish and Salt Water Habitat Reclamation 
The creation of shallow salt-water 
habitat would need to be an integral 
component of a successful 
comprehensive restoration strategy due 
to the ability of the habitat to address 
multiple issues. Creation of shallow 
water habitat would allow for 
reclamation of flooded areas of the 
Sony Bono Wildlife Refuge, providing 
more than twice the area of shallow 
water habitat than is currently present at 
the Sea (Figure 6-6).  As a result of 
reduced inflow to the Sea and the 
corresponding reduction in size of the 
Sea, less shallow water habitat would be 
available to many of the bird species 
that use the Sea either seasonally or as 

Figure 6-5.  Fresh Water Lake Concept—Lake Red 
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permanent residents. Development of shallow water habitat would provide the 
important habitat necessary for these bird species. 

In addition to habitat benefits, the development of shallow water areas has the 
potential to mitigate air quality impacts as discussed in the following paragraphs.  It is 
proposed to begin by constructing about 2,000 acres of shallow habitat as an initial 
phase, and then add more as the lake level in the south basin recedes.  The area 
between the existing shoreline and the one foot depth contour is currently just over 
2,000 acres for the entire Sea. 

Air Quality/Dust Control Mitigation 

The legislation authorizing water transfers under the QSA requires mitigation for air 
quality impacts at the Sea that would be caused by reduced inflows that result from 
the transfer.  Regardless of the funding source, it is important that air quality be 
addressed as part of an overall restoration strategy.  Some measures that could be 
undertaken to address air quality concerns of the Salton Sea area as part of an 
integrated and comprehensive restoration strategy are as follows:  

• Shallow water habitat areas—As mentioned above, creating shallow water 
habitat areas would have the added benefit of dust suppression. The 
development of shallow water habitat has the potential to mitigate some air 
quality impacts through the spreading and coverage of exposed sediments with 
shallow water habitat cells or ponds. This would reduce wind fetches and provide 
wetted areas to saltation of blowing dust particles. 

• Salt crusts—In addition to dust suppression associated with the shallow water 
wetted areas, as salt water would be moved through a series of the shallow water 
ponds, salts would tend to concentrate in the water from solar evaporation.  
Ultimately, concentrated brine would be discharged from the shallow water 
habitat areas and the brine could then be used to create salt crusts in areas that 
would be particularly susceptible to wind erosion.  Salt crusts would cover fine 
sediments that otherwise would be exposed to erosion. 

• Salt tolerant vegetation—Another feature that could be associated with shallow 
water areas would be the presence of salt tolerant vegetation. Vegetation would 
probably need to be included with the overall dust suppression plan. 

Geothermal Expansion 
It is widely recognized that areas of known geothermal resource potential are located 
at the southern end of the Salton Sea that are currently inundated. With a receding 
Sea exposing these areas in conjunction with a restoration plan that would allow 
further access to these areas, a significant potential to exploit these resources would 
occur (Figure 6-7).  Exposing a large geothermal anomaly would allow for a 1,400 
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MW expansion opportunity, that could 
triple the existing and planned capacity of 
existing geothermal operations. 

Other Economic and 
Recreational Opportunities 

Other opportunities would include the 
possibility of reclaiming farmland that is 
now flooded; wide ranging hunting, bird 
watching, hiking, and water contact 
opportunities; marina and housing 
development; and off-road vehicle use 
areas.  It could also facilitate additional water transfers through desalting of inflows 
or other reuse or conservation measures.  As the Sea recedes, previously inundated 
farmland could be reclaimed and used for agricultural production. The most likely 
area for this to occur would be in the south adjacent to existing farmland due to 
economies of scale and because agricultural infrastructure is already in place on 
adjacent land. 

Other Recreation and Public Information Opportunities 

The recreational enhancements program should provide for improvements to 
recreational facilities around the Sea.  Specific improvements would be designed to 
meet future needs, but may include a visitor center, improvements to access areas or 
creation of new access points associated with these facilities, upgrades to public use 
areas, and public outreach material. Other recreational facilities such as golf courses 
could be encouraged through land use planning and zoning designations for areas 
surrounding the Sea. Hunting and fishing opportunities could also be incorporated 
into a restoration plan that takes advantage of the new configuration of the Sea. 

Wildlife Disease Control 
A comprehensive restoration strategy should include an integrated approach to 
wildlife disease control to reduce the incidences of wildlife disease at the Sea. Avian 
disease at the Salton Sea has been a chronic problem resulting in an annual loss of 
several thousand birds. Major epizootics (quickly spreading disease among animals) 
increased in frequency during the 1990s, which greatly increased the level of losses.  
During 1992, more than 150,000 eared grebes (Podiceps nigricollis) died during a single 
event of undetermined origin.  The deaths of thousands of white pelicans (Pelecanus 
erythrorhynchos) and more than 1,000 endangered California brown pelicans (P. 
occidentalis) during 1996 from type C avian botulism focused national attention on the 
Salton Sea.  That event served as a catalyst to begin the current Salton Sea 
Restoration Project.   
 
 

Figure 6-7.  Rendering of Geothermal 
Expansion Area. 
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Other diseases affecting birds of this ecosystem are avian cholera, Newcastle disease, 
and salmonellosis.  Algal toxins are a suspected, but unproven cause of grebe 
mortality.  Outbreaks of avian cholera affect a wide variety of bird species and have 
become annual events, causing the greatest losses in waterfowl, eared grebes, and 
gulls.  Newcastle disease devastated the Mullet Island double-crested cormorant 
(Phalacrocrax auritus) breeding colony at least twice during the 1990s. Salmonellosis 
has been primarily a cause of mortality in breeding colonies of egrets.  Several other 
diseases have also been diagnosed as contributing to avian mortality at the Salton 
Sea. 
 
The U.S. Fish and Wildlife Service (FWS), with support from the California 
Department of Fish and Game (CDFG), have conducted an on-going program to 
combat disease at the Salton Sea by providing response to bird die-offs.  An initiative 
of the Salton Sea Restoration Project in the early 2000s to augment FWS surveillance 
efforts enhanced the early detection of disease, and was another successful first step 
in minimizing losses.  The existing efforts and activities are important steps to 
address disease impacts and should be continued and enhanced.  Major bird 
mortality events have essentially not occurred in the past several years 
 
An enhanced approach that provides a continual interface between environmental 
monitoring, disease surveillance and response, and scientific investigations of disease 
ecology would be the next step.  Expanded wildlife rehabilitation would also be 
provided because the avian botulism problem continues to affect pelicans at the 
Salton Sea.  Therefore, the goal for the long-term disease control effort would be to 
provide an integrated approach to controlling wildlife disease (including fish and 
birds) at the Salton Sea in a manner that enhances opportunities for wildlife 
managers to minimize disease events and associated losses.  This approach would 
include programs to monitor environmental conditions; detect, diagnose, and 
respond to disease events; collect and rehabilitate afflicted wildlife; and further 
development of a sound understanding of disease ecology at the Sea. 

Salt Pond 

The salt pond would occupy about 60,000 acres and would provide for storage salt 
for at least 300 years to preserve the function of the Sea as repository for agricultural 
runoff. 

6.2 Preliminary Cost Assessment 
A preliminary cost assessment has been prepared for the preferred restoration 
project.  An important component of the overall cost of the plan would be the 
central impoundment structure.  Various conceptual designs have been considered 
for this structure.  These concepts along with cost estimates for each are described in 
Appendix B (TBS).  Appendix C (TBS) provides cost estimates for other features of 
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the project. A Cost summary for the total project is provided in Table 6-1.  The table 
includes cost estimates for two possible designs for the impoundment structure and 
two possible design elevations for the water surface of the marine lake.  Lowering 
the design elevation would lower the cost of the impoundment structure. 

Each of the features included in the cost estimate are discussed briefly below: 

Impoundment Structure/Causeway— A working group of 15 civil and 
geotechnical engineers was convened to review the feasibility of constructing a dike, 
or retention structure/causeway anywhere within the Salton Sea.  The group 
reviewed data from the recent geotechnical investigation of the Sea and suggested 
alternative design concepts.  Cost estimates were developed based on the concepts 
identified by this group.  Cost estimates are very preliminary at this point, and, as of 
this writing, have not yet undergone review by the work group. 

Of the concepts proposed by the work group, the most cost effective structure 
appears to be a blanketed rockfill design.  This concept would consist of an 
embankment built in the water and entirely out of rock fills.  To mitigate seepage 
through the dam, a blanket of fine material would need to be placed on the upstream 
slope.  Conventionally, this is usually an asphalt or concrete pavement.  However, the 
Sea level would preclude those for this concept.  The upstream blanket for this 
concept would consist of depositing fine-grained soils on the upstream slope to 
“plug” the rockfill.  Ten to 25 feet of the weak soils below the embankment would 
be excavated and replaced with rock fills.  This material could be used to provide the 
blanket.  Alternatively, a bentonite slurry wall could be constructed through the dam 
along its crest to provide a seepage barrier.  The slurry wall would add $60 to $75 
million to the project. The conceptual design includes inclinations of 4:1 on the 
upstream slope and 7:1 on the downstream slope.  The crest of the dam would be 30 
feet wide and provide for 5 feet of freeboard above the lake.  This concept is shown 
in Figure 6-8. 
 
Lower marine lake levels would require less embankment volume for the 
impoundment structure, and would cost less.  Table 6-1 presents the estimated costs 
for the Blanketed Rockfill structure for lake elevations of –235 and –240 feet msl.  
This evaluation indicates that the mid-Sea dam would cost about $100 million less 
with a 5 foot drop in lake level below -235 feet msl.  Conversely, if the structure were 
designed to maintain the current water elevation, the cost estimates would go up by 
about $150 million.     

Appurtenant Structures—The cost of appurtenances such a spillways and other 
outlet, and the channels leading to shallow water have been factored in as five 
percent of the impoundment structure.  

Dredging to Communities and Island Creation—With lowered lake levels, 
existing Sea-side communities would be at some distance from the Sea.  Dredging is 
proposed to restore access to the Sea for these communities.  Dredging could also 
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Table 6-1.  Preliminary Cost Estimate for Preferred Alternative Concept

Item Cost ($M) at El=-235' msl Cost ($M) at El=-240' msl

Intial Construction Costs Blanketed 
Rockfill 

Rockfill w 
Slurry Wall

Blanketed 
Rockfill 

Rockfill w 
Slurry Wall

Mid-Sea Retention Structure/Causeway 435$             502$              365$             424$             

Appurtenant Structures (Spillways, etc.) 22                 25                  18                 21                 

Dredging to Communities & Island Creation 6                   6                    20                 20                 

Greenbelt Channels to North Lake
(Incl. 20 sed. basins, 2,500 ac wetland, 20% planted) 69                 69                  60                 60                 

Recreational Lake (approx. 1,000 ac) 45                 45                  45                 45                 

Torres Martinez Wetlands/Habitat 20                 20                  20                 20                 

Upstream Wetlands (Top 5 sites, 1376 ac) 58                 58                  58                 58                 

Shallow Water Habitat Initial Phase (2,000 ac) 8                   8                    8                   8                   

Total Construction Costs (rounded) 660$             730$              590$             660$             

Annual Costs Cost ($M/yr) Cost ($M/yr)

Causeway & Appurtenance O&M 4.6$              5.3$               3.8$              4.5$              

Add Shallow Habitat (500-1,000 ac/yr) 2.0                2.0                 2.0                2.0                

Habitat O&M 1.0                1.0                 1.0                1.0                

Total Annual O&M ($M/yr) 7.6$              8.3$               6.8$              7.5$              

Present Value of Annual Costs ($M) - based on 30 yrs 110$             120$              100$             110$             

Total Present Value Cost ($M) 770$             850$              690$             770$             

Note:  Does not include costs for development of recreational facilities, new highways, or new lakeside development.

Figure 6-8.  Typical Blanketed Rockfill Impoundment Structure Cross Section. 
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create islands and peninsulas that would provide recreational and habitat value as 
well as create opportunities for development.  Dredging cost estimates are based on 
preliminary estimates of the quantities that would need to be removed for different 
lake elevation targets.  A raw unit cost of $2.90/cubic yard was then applied for 
dredging along with factors for mobilization, unlisted items, contingencies, and costs 
such as design and construction oversight. 

Greenbelt Channels to the Lakes with Wetlands and Sedimentation Basins—
The New and Alamo rivers would need to be extended to reach the north basin 
marine lake (Figure 6-9).  The cost of constructing a wetland greenbelt area around 
these river extensions has been included along with the cost of constructing 20 
sedimentation basins.  The Nolte (2002) report commissioned by the Citizens 
Congressional Task Force to evaluate potential wetland sites that could be developed 
in the New and Alamo river channels was used as an important source of cost 
information.   

Figure 6-9.  Schematic of Greenbelt Channel Extension Concept. 



  Chapter 6 
 

 
69 

The wetland greenbelt for both channels was estimated at 2,500 acres and it was 
assumed that vegetation would be planted on 20 percent of this area.  It was assumed 
that over time vegetation would grow to fill the area.  The unit cost for vegetation 
was also taken from Nolte (2002).  For purposes of providing costs of a preferred 
project, wetlands and sedimentation basins were assumed.   However, if other 
biological or chemical treatments are found more effective some amount of wetlands 
or sedimentation basins could be replaced with such treatments.   

Wetlands expansion could be justified on economic, habitat or other purposes.   For 
this report, the projected amount of wetlands and sedimentation basins is a function 
of the water quality improvement that would accrue to the water bodies envisioned 
in the current Salton Sea boundaries.   The Nolte (2002) report identifies 4,276 acres 
of potential wetlands for a cost of $182 million.  To achieve water quality targets, this 
report assumes 1,376 acres in the five highest rated sites of those wetlands could be 
constructed in the first phase of the proposed project. 

For sedimentation basins, estimates were derived from the evaluation of plans to 
desalt the Alamo and/or New Rivers.   US Filter, Black & Veatch and others have, in 
the past, suggested desalting the rivers in the Imperial Valley to provide product 
water for sale to urban or other communities.   To properly operate such desalting 
plants, river water must be very clear.   To reduce turbidity, a rule of thumb is often 
used that sedimentation basins should have an area of about 10 square feet for every 
gallon per minute of flow.  That translates to a requirement of 110 acres of 
sedimentation basins to treat a flow of 800,000 acre-feet/year.  The base cost for 
these was taken from the Nolte (2002) report on constructing wetlands on the New 
and Alamo Rivers, for a typical 5.5 acre sedimentation basin. Constructing 20 5.5 
acre sedimentation basins will provide the total 110 acres needed for sedimentation. 

Other Features—Preliminary cost estimates have been included for three other 
features: a 1,000 acre shallow recreational lake, a Torres Martinez wetlands/habitat 
feature, and an initial phase of shallow water habitat construction. 

Operation and Maintenance Costs and Other On-Going Costs—Preliminary 
estimates have been provided for operation and maintenance of the various features. 
In addition, costs are included for future build-out of shallow water habitat which 
would be phased-in later.  These areas would provide habitat for birds as well as help 
with dust suppression. 

6.3 Program Financing 
As noted in Section 6.2, the total project capital costs are projected to be between 
$590 and $730 million. Several potential funding sources are discussed in this 
section, some of which the Authority might wish to pursue. A more detailed cost 
analysis and financing plan will be possible following final design decisions and 
completion of all environmental compliance requirements. 
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Proposition 50—Proposition 50 funds could be used to jump start restoration in 
the near term.  California’s legislature, through SB 654 (Machado), provides $50 
million to assist in implementation of the Salton Sea preferred project.    $20 million 
of that funding has been separately allocated to the State’s new 3-year study of the 
Sea via a programmatic environmental impact report.   

Should study funding instead be directed at a “project” level, construction could 
occur much sooner than the State’s current stated intentions.  In addition, much of 
this funding could be allocated for actual improvements related to Phase 1 
construction activities (see Section 6.5), such as expansion of freshwater wetlands 
and creation of sedimentation basins, and process costs be kept to a minimum (e.g. 
$2 million). 

California’s Salton Sea Restoration Fund—The largest current committed 
funding source is related to the agreements to transfer water from the Imperial 
Valley to urban and other communities known as the Quantification Settlement 
Agreement (QSA).   The QSA and related legislation (SB 277, SB 317, SB 654) 
provide for $30 million to be contributed to a restoration fund by water transfer 
parties.   The biggest QSA contribution to the restoration fund comes from the 
potential sale of mitigation water.   

Under the terms of the QSA, potential impacts from water transfers to the Salton 
Sea are mitigated/addressed by sustaining inflows to the Sea for the first 15 years of 
the water transfer.   However, if a restoration plan, such as the one proposed in this 
report, is found to not require the mitigation water, the water could be sold to urban 
water districts to generate approximately $200 million.   

Additionally, $60 million could be generated for the restoration fund from the 
purchase and re-sale of additional water from the Imperial Irrigation District.   
Metropolitan Water District will also contribute to the restoration fund for all special 
surplus water received by MWD from the Colorado River.     The total QSA-related 
contribution to restoration funding could reach $300 million. 

Most of the $300 million QSA-related contribution to restoration funding involves, 
in many ways, accelerating the water transfers to the coast.   The proposed project 
facilitates such an acceleration.  In fact, the proposed project benefits from the 
acceleration due to the reduced time to achieve the target elevation as well as any 
money generated for the restoration fund from the acceleration.   

Interestingly, water transfers could be accelerated beyond that contemplated in the 
QSA to provide more water supply to urban communities during the initial ten to 
fifteen year period and, if designed similar to the above arrangements, could provide 
additional funding for Salton Sea restoration.   However, the Imperial Irrigation 
District would need to be consulted in depth to determine the capability to accelerate 
efficiency improvements or other water savings beyond that contemplated in the 
QSA.    
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Local Tax Increment—With restoration of the Sea, it is expected that property 
values will increase.  As a result, property tax revenues will also increase.  
Redevelopment project areas and infrastructure finance districts allow government to 
capture the new or “incremental” increased revenues to support capital projects 
without increasing the tax rate.  This makes particularly good sense at the Sea given 
the direct link between the project, restoration of the Sea, and property value/tax 
revenue increases.   

About five years ago, the Salton Sea Authority’s Economic Development Task Force 
identified tax increment financing as a potential financial tool for the Salton Sea 
Authority.  The SSA sponsored legislation that was authored by Senator Dave Kelley 
to allow the SSA to establish an Infrastructure Finance District around the Sea.   The 
Authority commissioned a study by  Rosenow Spevacek Group to conduct a tax 
increment financing feasibility study.  The study indicated that several hundred 
million dollars could be generated through a tax increment district around the Sea.   
And that the revenue projects could significantly increase with an expansion of the 
Authority’s boundaries.    

Early in 2004, the Salton Sea Authority significantly increased its boundaries to 
increase the revenue potential.    For purposes of this conceptual financing plan, we 
have conservatively estimated that $200 million, present value, could be generated 
for the project.    

Federal Funding/State Bond Financing—Of 
the projected $730 million capital cost of the 
preferred project, approximately $500 million, or 
over 70%, could be generated within the region. 
Any remaining necessary funding could be 
provided by Federal appropriations and/or State 
bond financing.   Such funding could be equal to 
the local, tax increment funding, or about $200 
million.  

Federal and State of funding is certainly a political 
challenge, particularly in an era of federal and state budget deficits and financial 
challenges.  However, increasing broad based support for restoration, evidenced by 
the formation of the Salton Sea Coalition and recent state legislation is an 
encouraging sign.   The availability of regional matching funding, the $500 million, 
also improves prospects for federal or state matching funds.   In the past year, while 
to-date unsuccessful, federal and state legislators have floated various bond and 
authorization packages for restoration ranging from $300 million to $1 billion.    

Total operations and maintenance costs of the project are projected to be less than 
$9 million annually, but must be addressed.    Changes in the State’s government 
code which allows the Salton Sea Authority to create a tax increment district could 
allow that funding source to pay for operations and maintenance requirements.   

Fed/State

SSA Tax 
Increment

Water 
Transfer

Prop. 50
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Given the amount of additional habitat created on the Sonny Bono National Wildlife 
Refuge, additional annual federal funding may be necessary to help manage what will 
likely be prolific bird habitat.     

Access and Use Fees—Other aspects of the project could generate significant 
annual revenues.   Access and use fees at the proposed freshwater lake in the 
Imperial Valley could defer maintenance costs on that facility (salt cedar control, 
etc.).   If a roadway runs along the causeway, it could be tolled to help fund annual 
maintenance of the facility.    Commercial leases of the facility and/or land sales of 
public land could also be used to support the capital or ongoing costs of the project.  

6.4 Performance 
The performance of the north marine lake has been evaluated by Reclamation using 
the Salton Sea Accounting Model.  The salinity projections for two inflow scenarios 
are shown in Figure 6-10 and 6-11.  Figure 6-10 provide salinity projections for the 
north lake with QSA inflows with mitigation water ending in 2006 for three possible 
lake level design elevations: -230, -235, and -240 feet, msl.  Figure 6-11 provide 
salinity projections for the north lake for the 800,000 acre-feet/year inflow scenario, 
for the same three possible lake level design elevations. 

The performance data in Figure 6-10 shows that the lake could reach a salinity target 
of 35,000 mg/L by 2013 for the -235 feet, msl design elevation case, for QSA 
inflows with mitigation water ending in 2006.  For the -240 feet, msl design elevation 
case, it would take an extra 5 years for the salinity to get back under 40,000 mg/L for  

this inflow scenario, and it would reach the 35,000 mg/l target by about 2020.  
However, Figure 6-11 shows that for the 800,000 acre-feet/year inflow case, the 
salinity could reach 35,000 mg/L by about 2016.  In either case, the -240 feet, msl 
design elevation project would have higher peak salinity during the transition period 
than the higher elevation design. 

6.5 Target Lake Elevation 
A design elevation of around -235 feet, msl is recommended for consideration as the 
target elevation.  It would have a number of benefits: 

• High enough elevation to allow for gravity flow of salt water to shallow 
habitat areas and for dust control. 

• Minimal dredging for access to communities. 

• Low enough to provide fall for river extensions. 

• Minimal salinity spike and short time to target salinity. 
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Salinity of North Lake
QSA Level Inflows to the Salton Sea
With Mitigation Water Ending in 2006
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Salinity of North Lake
Inflows Reduced to 800k to the Salton Sea
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Figure 6-10.  Projected Salinity in North Lake for QSA Inflows with 
Mitigation Water Ending in 2006. 

Figure 6-11.  Projected Salinity in North Lake for 800,000 Acre/Year Inflow Scenario. 
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• Reasonable cost…at -235 feet, msl the cost estimate for the retention 
structure is about $150 million less than it would be for the current lake 
elevation. 

While elevation -235 feet, msl provides a reasonable design target, there are some 
considerations where -240 feet, msl should be considered.  If it appears that the 
construction schedule would need to be extended and the 800,000 acre-feet/year 
inflow is realistic, then -240 feet, msl should be reconsidered as there could be a 
savings of about $100 million, with other factors being equal. 

6.6 Program Phasing 
Phasing of the project will depend on the design elevation of the north marine lake.  
Significant savings can be achieved in causeway construction by lowering the lake 
elevation.  In general, reducing the height of an embankment by a factor of two will 
decrease its cost by a factor of four.  Because the lake will respond to inflow 
reductions gradually over a period of years, the lower the design elevation, the longer 
it will take to achieve closure of the lake.  The north marine lake cannot be closed 
until the Sea elevation declines enough to match the desired design elevation.  Figure 
6-12 illustrates a preliminary phasing plan assuming a design elevation of -235 feet, 
msl 

Phasing of restoration features could be accomplished in the following manner: 

 

1. Installation of upstream freshwater wetlands and sedimentation basins 
coupled with implementation of TMDL measures to improve water quality 
of inflowing could be accomplished as the first step.  This step would insure 
that once the marine lake is created, the inflowing waters would be of high 
quality.  In addition, it would create recreational opportunities for hunting 
and bird watching. 

2. Dredging of shoreline access areas would begin prior to substantial drops in 
lake elevation, to begin creating islands and peninsulas. 

3. Construction of extension of the New and Alamo river channels as the lake 
level begins to recede, in preparation for creation of the main marine lake. 
Additional freshwater and brackish wetlands and sedimentation basins would 
be created along these channels.  Smaller freshwater or brackish lakes and 
some shallow water habitat areas could also be created concurrently to create 
additional recreational opportunities and begin dust control measures. 

4. Construction of the central causeway to create the main marine lake. 

5. Completion of shallow water habitat areas and dust control measures. 
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Figure 6-12.  Proposed Preliminary Phasing Plan. 
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6.7 Implementation 
A conceptual implementation schedule is provided in Table 6-2 including a 
preliminary estimate of phasing of expenditures.  The funding profile is illustrated in 
Figure 6-13.  Implementation of the project would begin with contracting for 
detailed design, environmental compliance, and permitting.  The detailed design 
phase would include a second phase of geotechnical investigations, geophysical 
surveys, seismic stability analysis for the embankment structure, identification of a 
quarry site, site surveys, detailed construction and operation cost estimates, and 
preparation of permit applications.  For environmental compliance, the Salton Sea 
Authority could then begin preparation of a site specific Environmental Impact 
Statement/Environmental Impact Report (EIR/EIS) to analyze the preferred 
alternative and the other alternatives discussed in Chapter 5.  Alternatively, the State 
could incorporate the preferred project into its CEQA documentation process.  The 
major construction phase is anticipated to be about a four year program. 

 

Timeframe Construction Phase Expenditure
2004 Begin Detailed Design 2
2005 Design Continues, Environmental Compliance and Permitting 10
2006 Complete Detailed Design 10
2006 Phase One Construction:   Develop Quarry Site, Begin Wetlands and 

Interim Shallow Water Habitat Construction 20
2007 Phase Two Construction:  Begin Extension of Rivers and Causeway 110
2008 Construction Continues 160
2009 Phase Three Construction:  Begin Marina Dredging 190
2010 Complete Causeway 158

Initial Construction Program Complete: Total Expenditures 660

Begin Operation Phase

Annual 
Expenditures

($M/Year)
2011-2014 Operation and Maintence (O&M) 4.6

2015- O&M Plus Phased In Shallow Water Habitat 7.6
Based on Blanketed Rockfill Dike at Elevation -235 feet, msl.

Table 6-2.  Conceptual Implementation Schedule
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Funding Profile
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Figure 6-13.  Preferred Project Preliminary Funding Profile. 
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